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初めて dCS Rossini APEX DAC を使う 

本機をご使用になる前に、この項とセットアップガイドをお読み下さい。安全に、効率よくあなたのハイファイシス

テムに組み入れることが出来るでしょう。 

dCS は随時、dCS Mosaic Control からご自身でインストールできるソフトウェアアップデートをリリースします。

時々弊社のウェブサイトをチェックして、新しいソフトウェアが利用可能かどうかを確認するか、販売店にご相談

ください。 

 
梱包の中身 

・ Rossini APEX DAC 

・ 取扱説明書 

・ dCS Mosaic アプリについて 

・ パワーコード 

・ イーサネット ケーブル 

・ USB ケーブル（A – B） 

・ スペアフューズ 2 個 

 

梱包されるべき付属品が入っていない場合にはすぐに販売店にご連絡下さい。また、将来ご使用になるかもし

れませんので、梱包材はお手元に保管なさることをおすすめします。 

 

Rossini APEX DACはイーサネットネットワーク上で dCS Mosaicアプリによってコントロールが行われるようにな

っておりますので、標準セットには IR リモートコントローラーは付属しておりません。 

IR リモートコントローラーのご使用を希望される場合には、オプションでご用意いたします。(有償) 

 

dCS Mosaic 
膨大なデジタル音楽ファイルへ、やさしく快適にアクセスできるハードウェアおよびソフトウェアモジュールを組み合わせたアプ

リです。何回かのタップによって、ローカルサーバー上の高解像度ファイルでも、遠くから放送されるインターネットラジオ局で

も、リスナーの好きな音楽の演奏が可能です。  

 

dCS Mosaic は、dCS 製品のオーディオストリーミングおよびネットワークコントロール機能の名前です。 

dCS Mosaic Control は、音楽管理と製品管理のための iOS および Android ソフトウェアアプリケーションの名前です。 
dCS Mosaic Processor は、ストリーミング機能を提供するために dCS 製品にインストールされる物理的なハードウェアコン

ポーネントおよび関連ソフトウェアです。 
詳細については、dCS Mosaic アプリについてをご覧ください。 
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本機の設置 

条件が伴わない場合にはRossiniセットを積み重ねて使用することは可能ですが、Rossiniは各ユニットを共振の

ないしっかりとしたベースか棚板に設置することによって最高の能力を発揮します。ユニットが無理なく配線でき

るように設置位置を決めて下さい。また、放熱のため、ユニットの周囲に 3〜5cm 程度の余裕を取っておくとよい

でしょう。 

 
 
 
 
 
 
 
 

 

 

 

 

 

 

安全のために 
 

   
 
 
 

 

 

 

電源ケーブルをつないで電力を入れる前に、適正電圧をお確かめ下さい。シリアル番号ラベルに適切な電圧が

表示されております。また、代理店においてPSE安全基準に則り、検査済ですので、電圧は100v 50/60Hzでご

使用いただけます。それ以外の電圧ではご使用にならないようにお願いいたします。異なる電圧で駆動した場

合には、本機を損傷する恐れがあります。電圧をリセットなさらないようにお願いいたします。 

 

dCS は電源ジェネレーターなど、電力会社以外の電源またはパワーコンディショナーをご使用になったことによ

る損傷は保証いたしかねます。ご注意下さい。 
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 Condensation 

If the Transport is cold and is moved into a warm room, condensation will form inside the unit. This 
interferes with normal operation. Remove the Transport from its packaging and let it stand for 1-2 
hours, to allow it to reach room temperature and the condensation to evaporate. 

 

 Safety Notice 

 

Your dCS Vivaldi Transport contains no user serviceable parts. DO NOT attempt to open 
the case as there are potentially dangerous voltages present inside. In the event of the 
unit developing a fault, please contact your dealer in the first instance.  

To maintain protection from electric shock, the unit MUST be connected to mains earth 
(ground) via the power cable. Also, unearthed systems do not give the best sonic 
performance. 

This product is lead-free and complies with the RoHS directive.  

 
Before connecting the power cable to the unit for the first time, please check that it has been set to the 
correct operating voltage for your mains supply. The unit’s voltage setting is shown on the serial 
number label. If this does not match your local supply voltage, DO NOT attempt to use the unit. 
Contact your dealer to have the unit reset. Using the unit with the wrong mains setting for your local 
supply may result in serious damage to the unit and will invalidate the warranty. Do not attempt to 
reset the voltage yourself. 
 
We do not recommend the use of mains regenerators. However, if you do wish to use a mains 
regenerator with variable voltage and frequency, we recommend that you set the voltage to match 
your local voltage and the frequency to either 50Hz or 60Hz ONLY. 

!
 

Damage caused to your Vivaldi Transport by misuse of a mains regenerator or by a 
malfunctioning mains regenerator is not covered by the warranty. 

 

 

Disposal at end-of-life - the symbol indicates that this product should not be treated as 
normal household waste. It should be recycled, so please take it to an approved collection 
facility. 

 

 Laser Radiation 

 

dCS Vivaldi Transport is a Class 1 Laser Product, it complies with U.S. FDA 21CFR 
subchapter J. In normal use, there is no risk of exposure to laser radiation. 

 

!
 

The case should only be opened by authorised service personnel. The case protects the 
user from indirect exposure to visible and invisible laser radiation, as well as risk of 
electric shock. 

 

脚部は水平になるように出荷時に調整されていますが、システムなどの関係で再度調整が必要

な場合には３点支持として調整して下さい。3mm の高さ調整が可能です。 

 

Rossini は dCS、その代理店以外では調整できる箇所はございませんので、シャーシを

開けないようにしてください。内部には高圧電流が流れている箇所もあります。万一ユ

ニットが正しく作動しないときにはすぐに販売店または弊社までお問い合わせください。 
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!
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本機は無鉛パーツ、ハンダを使用しており、RoHS 規格に添って製造され

ております。 
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iPhone, iPad の使用 

 
Rossini APEX DAC は iPhone, iPad と互換性があります。「iPhone, iPad 用」という表示はアクセサリーが

iPhone, iPad と接続できるということです。Appleの動作環境に適合し、Apple基準をクリアーしたことが認定され

ています。（Appleは動作に対して責任を負うものではありません） 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 

 

 
 

 

 

 

 

 

 

 

 

                

“Made for iPad” や “Made for iPhone” とは、電気機器が

特にiPadまたはiPhoneと接続出来るように設計されていて、

Apple パフォーマンス基準を満たしていると証明されてい

る、と言う意味です。Apple は本機の動作、または安全基準

に関しての責任は負いません。 

iPad®, iPhone, iPod と iPod touch® は Apple Inc.,のトレー

ドマークであり、米国をはじめその他の国々で標章登録され

ています。 
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 STEP-BY-STEP GUIDE 

This section guides you through setting up the unit for basic operation.  

 Preliminaries                

The Menu / Setup Guide sheet details the menu structure and details the two most common set-ups.  

For digital interfaces, use with cables designed for digital audio: 

x for AES/EBU interfaces use 110: screened, twisted pair cables fitted with one male XLR 
connector and one female XLR connector. 

x for SDIF, Word Clock or SPDIF BNC interfaces, use 75: coax cables fitted with BNC plugs. 

!
 

SDIF and Word Clock interfaces require a simple DC-coupled connection. The interfaces 
may malfunction or not work at all if capacitor coupled cables or cables with built-in 
networks are used. 

x for SPDIF RCA interfaces, use 75: coax cables fitted with RCA Phono plugs. 
x for TOSLINK optical interfaces, use Toslink fibre-optic cables. 
x for the USB interface, use a standard USB2.0 cable fitted with one type A and one type B 

connector. The internal screen must be connected at both ends. 

For analogue outputs, use with screened cables of the correct type: 

x for balanced outputs, use screened, twisted pair cables fitted with one male XLR connector and 
one female XLR connector. 

x for unbalanced outputs, use coax cables fitted with RCA Phono plugs. 

Connect the power cable to the power inlet on the DAC rear panel, plug the other end into a 
convenient power outlet.  

!
 

Please do not use an excessively heavy or inflexible power cable as this may damage 
the power inlet connector. 

 

The cables supplied with the unit are “commercial grade”, because most owners will 
have their own “audiophile grade” cables or will prefer to make their own cable choices. 

Press the Power button – the unit will display Vivaldi DAC. Wait about 30 seconds while the DAC 
configures itself.  

If the unit is likely to be set in an unfamiliar state, you can run the Factory Reset routine by pressing 
the buttons in this sequence:  Menu,  Ź,  Menu,  Ż, Menu. 

Wait a few seconds while the unit resets itself. 
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the buttons in this sequence:  Menu,  Ź,  Menu,  Ż, Menu. 

Wait a few seconds while the unit resets itself. 

 
 

コネクターを破壊する恐れのあるような重量のあるケーブル、もしくは非常に堅く柔軟性の

ないケーブルなどの使用はお控えください。 

 
付属のケーブル類は一般のケーブルです。  より良い音を楽しむために、オーディオ用の

ケーブルをご使用になるユーザーの方が多く見受けられます。 

 

オーディオファイル用ケーブルの一部には標準ではないグラウンド、接続のものがありま

す。また、正しいインピーダンスになっていないものもあります。付属のケーブルでは音が

問題なく出たが、オーディオファイル用ケーブルではおかしいという場合には、販売店にご

相談ください。 
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セットアップガイド 

この項は基本的な動作を行うためのセットアップガイドです。 

 

最初に 

メニュー・セットアップガイドシートはメニューツリーを表示し、一般的なセットアップをご説明します。 

デジタル接続を行いますので、デジタル用のケーブルをご使用ください。 

・ AES/EBU のケーブルはインピーダンスが 110Ωの専用デジタル信号用ケーブルをご使用ください。 

・ クロック、S/PDIF 接続BNC のケーブルにはインピーダンスが 75Ωの専用デジタル信号用ケーブルをご

使用ください。 

 

 

 

 

 

・ トスリンク にはトスリンク用の光ファイバーケーブルを使用します。 

・ USB1については、標準のUSB2.0ケーブルを使用します。コネクターは一端がタイプA, もう一端がタイプ

B です。内部スクリーン(グラウンド)は両端に接続されているものを使用します。 

・ ネットワークインターフェィスについては RJ45 イーサネット ケーブルをご使用ください。 

 

アナログ信号出力には適切なタイプのスクリーンドケーブルをご使用ください。 

・ バランス出力については XLR コネクターを使用します。 

・ アンバランス出力は RCA です。 

 

 

 

 

 

 

 
 
 

 

 

 

リアパネルのスイッチを I の位置にして電源を入れ、フロントパネルの Power (パワー)ボタンを押します。ディ

スプレィは ROSSINI DAC と表示します。10秒ほどの間に DAC は自身の診断を終えます。 

 
 
 
 
 
 
もし本機が通常ではない状態にセットしてしまった場合には、出荷時のデフォルトモードに戻します。次の順番で

ボタンを押し、数秒そのまま待つとリセットされます。 

Menu, ►, ►, ►, Menu, ◄, ◄, Menu. 
 
  

ワードクロック用に使用するケーブルはシンプルな DC カップルド接続のインターフェイスケ

ーブルが必要です。市場にはコンデンサーを介在させたケーブル、ネットワークがビルトイ

ンされたケーブルなどがありますが、このようなケーブルをご使用になりますと、誤動作や、

場合によっては全く動作をしないことが報告されております。ご注意ください。 
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出力レベルを6Vにすると、歪みを起こすプリアンプがありますので、2V設定で始められるこ

とを推奨します。レベルが低すぎる場合は 6Vにメニューから変更します。 

 

Rossini DAC出力はバランス、アンバランスとも独立していますので、2機の異なるアンプに

接続することも出来ます。 
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 STEP 3 – Connecting the Analogue Outputs 

Choose one of the following two sections: 

Using a preamplifier 

x Set the preamplifier volume control to a low level. 
x Connect either the balanced (XLR connectors) or unbalanced (RCA phono connectors) outputs on 

the DAC rear panel to matching line level inputs on your preamplifier (probably labelled CD or 
AUX).   

x Turn the DAC rotary control clockwise to set the Volume to maximum (- 0.0dB on the display).  

Slowly increase the preamplifier volume until the music is at the right level. 

Using a power amplifier directly 

x Turn the DAC rotary control counter-clockwise to set the Volume to around -40.0dB as shown on 
the display.  

x Connect either the balanced (XLR connectors) or unbalanced (RCA phono connectors) outputs on 
the DAC rear panel to matching inputs on your power amplifier. Switch on the power amplifier.  

x Turn the DAC rotary control slowly clockwise until the music is at the right level.  

Play a disc, you should have audio. 

!
 

The most common fault reported when using our balanced outputs is hiss, unstable 
levels and a thin sound on both channels. This is caused by connecting the DAC’s 
balanced output stage to an unbalanced input on an XLR connector with pin 3 left 
unconnected. This does not work correctly with a balanced and floating output stage – 
you must connect pin 3 to pin 1 (ground) to complete the signal path.  

Another possible cause of this fault (probably on one channel only) is a broken cable. 
 

 

The Vivaldi DAC has independent balanced and unbalanced output stages, so you can 
connect them to different amplifiers if you wish. 

  

 STEP 4 - Setting the Output Level 

If the preamplifier volume setting for a comfortable listening level is too high or too low, you may need 
to change the Output Level setting.  

!
 

Setting the Output Level to 6V can cause some preamplifiers to overload and distort. For 
this reason, we recommend the 2V setting if a preamplifier is used. 

Similarly, if you are driving a power amplifier directly and the DAC Volume setting for a comfortable 
listening level is higher than –10.0 or lower than –30.0 try changing the Output Level setting by 
pressing the buttons in this sequence: Menu,  Ź,  Menu,  Ź, Menu. 

If the setting is 2V and the DAC Volume is still set well below –30.0, your power amplifier or 
loudspeakers must have a very high sensitivity. Consider a preamplifier or try some passive 
attenuators. 

 
 

 
 

バランス又はアンバランス

アナログ出力 

プリアンプ又はパワーアン

プと接続 

STEP 1  アナログ出力を接続する 

以下のどちらかを選択します。 

 

プリアンプを使用する 

・ プリアンプのボリュームコントロールを低くします。 

・ バランス（XLR）,または RCA (アンバランス)出力をプリアンプ入力と接続します。プリアンプ入力は、CD、

AUX等と表記されていると思います。 
・ DAC のボリュームコントロールを時計方向に回し、ボリュームを最大にします。-0.0dB とディスプレィに表

示されます。 

・ プリアンプのボリュームをゆっくりと最適と思われる位置まで上げていきます。 

・ もし、プリアンプのボリュームレベルが、最大、最小でも、再生される音量が適度なレベルにならない場合

には、本機の出力レベルを調整して、適切なレベルにしてください。 

・ その場合の設定はボタンで行います。Menu,  ►,  ►,  Menu,  ►, Menu 
 
 

 

 

パワーアンプに直接接続する 

・ DAC のボリュームコントロールを反時計方向に回して、ディスプレィで-40.0dB 位に下げます。 

・ リアパネルのバランス(XLR)、またはアンバランス(RCA) 出力をパワーアンプ入力と接続し、パワーアン

プをオンにします。 

・ DAC のボリュームを時計方向にゆっくり回して、適正なボリュームレベルに調整します。 

・ もし、ボリューム設定レベルが−10.0 以上か、または−30.0 以下の場合には出力設定 (6Vまたは 2V)を変

更します。 

・ その場合の設定はボタンで行います。Menu,  ►,  ►,  Menu,  ►, Menu 
 

バランス出力を使用する 
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 STEP 3 – Connecting the Analogue Outputs 

Choose one of the following two sections: 

Using a preamplifier 

x Set the preamplifier volume control to a low level. 
x Connect either the balanced (XLR connectors) or unbalanced (RCA phono connectors) outputs on 

the DAC rear panel to matching line level inputs on your preamplifier (probably labelled CD or 
AUX).   

x Turn the DAC rotary control clockwise to set the Volume to maximum (- 0.0dB on the display).  

Slowly increase the preamplifier volume until the music is at the right level. 

Using a power amplifier directly 

x Turn the DAC rotary control counter-clockwise to set the Volume to around -40.0dB as shown on 
the display.  

x Connect either the balanced (XLR connectors) or unbalanced (RCA phono connectors) outputs on 
the DAC rear panel to matching inputs on your power amplifier. Switch on the power amplifier.  

x Turn the DAC rotary control slowly clockwise until the music is at the right level.  

Play a disc, you should have audio. 

!
 

The most common fault reported when using our balanced outputs is hiss, unstable 
levels and a thin sound on both channels. This is caused by connecting the DAC’s 
balanced output stage to an unbalanced input on an XLR connector with pin 3 left 
unconnected. This does not work correctly with a balanced and floating output stage – 
you must connect pin 3 to pin 1 (ground) to complete the signal path.  

Another possible cause of this fault (probably on one channel only) is a broken cable. 
 

 

The Vivaldi DAC has independent balanced and unbalanced output stages, so you can 
connect them to different amplifiers if you wish. 

  

 STEP 4 - Setting the Output Level 

If the preamplifier volume setting for a comfortable listening level is too high or too low, you may need 
to change the Output Level setting.  

!
 

Setting the Output Level to 6V can cause some preamplifiers to overload and distort. For 
this reason, we recommend the 2V setting if a preamplifier is used. 

Similarly, if you are driving a power amplifier directly and the DAC Volume setting for a comfortable 
listening level is higher than –10.0 or lower than –30.0 try changing the Output Level setting by 
pressing the buttons in this sequence: Menu,  Ź,  Menu,  Ź, Menu. 

If the setting is 2V and the DAC Volume is still set well below –30.0, your power amplifier or 
loudspeakers must have a very high sensitivity. Consider a preamplifier or try some passive 
attenuators. 

 
 

 
 

バランス出力で、ヒスノイズ、不安定なレベル、両チャンネルからの音に厚みがない、など

の報告がdCS に寄せられることがあります。多くは、DACのバランス出力をXLRコネクター

で 3 ピンを浮かせた状態でパワーアンプにアンバランス入力させている場合に起こります。

このようなときはピン 3 をピン 1（グランド）と接続し、完全な信号経路を得ることが必要です。

その他には、ケーブル自体の問題もあります。 
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STEP 2  dCS Mosaic ネットワーク接続 

 

dCS製品のネットワークオーディオ機能は、ご使用のネットワーク上にある音楽サーバー(NAS)、Roon、AirPlayなどのローカ

ルストリーミングソース、および Deezer、Qobuz、TIDAL、Spotify のようなインターネットサービスにアクセスするために、dCS 
Mosaic プラットフォームを利用します。Rossini APEX DAC は、ネットワークサーバーからのストリームのために UPnP コン

ポーネントを使用します。 
Rossini APEX DAC によってオーディオをストリームさせるためには、システムのネットワーク環境とインフラが整っていること

が前提となります。ネットワークについての言及はここでは致しませんが、次の機器が最低限に必要となります。ルーター、

コンピューター、Rossini APEX DAC、UPnP サーバー（NAS ドライブが典型です）、ワイヤレスアクセスポイント(WAP)およ

び互換性のあるスマートフォンかタブレット上の dCS Mosaic Control となります。 
 
dCS は、Rossini APEX DAC、インターネットルーター、およびUPnPサーバー間の有線イーサネット接続を使用して

いる場合のみをサポートしているということをご承知おきください。 

 

dCS は、社内の技術参照UPnP サーバーとしてMinimServerを使用しています。そしてこれが、dCS が包括的なサ

ポートを行う唯一のUPnPサーバーソフトウェアです。市場には多くのUPnPサーバーソフトウェアパッケージがあります。その

うち多くが最新の dCS Mosaic Control で機能すると確認されていますが、MinimServer によってのみ、完全にテストされて

います。 

 
基本的設定 

 

以下の様にシステムを構築します。 

 

 
 
 
 

 
 

 
 
 
 

 

 

 

 

 

 

 

 

 

アナログ出力 

・ dCS Mosaic Control を iOS デバイスは App Store から、Android は Google Play からダウンロードし、

インストールしてください。 

・ DAC のネットワークインターフェィスをイーサネットワークに接続します。 

・ iPhone等のコントロールデバイスをネットワークと接続します。 

・ dCS Mosaic Control アプリを起動し、Rossini APEX DAC をコントロールします。 

 

ルーター NAS 
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 STEP-BY-STEP GUIDE 

This section guides you through setting up the unit for basic operation.  

 Preliminaries                

The Menu / Setup Guide sheet details the menu structure and details the two most common set-ups.  

For digital interfaces, use with cables designed for digital audio: 

x for AES/EBU interfaces use 110: screened, twisted pair cables fitted with one male XLR 
connector and one female XLR connector. 

x for SDIF, Word Clock or SPDIF BNC interfaces, use 75: coax cables fitted with BNC plugs. 

!
 

SDIF and Word Clock interfaces require a simple DC-coupled connection. The interfaces 
may malfunction or not work at all if capacitor coupled cables or cables with built-in 
networks are used. 

x for SPDIF RCA interfaces, use 75: coax cables fitted with RCA Phono plugs. 
x for TOSLINK optical interfaces, use Toslink fibre-optic cables. 
x for the USB interface, use a standard USB2.0 cable fitted with one type A and one type B 

connector. The internal screen must be connected at both ends. 

For analogue outputs, use with screened cables of the correct type: 

x for balanced outputs, use screened, twisted pair cables fitted with one male XLR connector and 
one female XLR connector. 

x for unbalanced outputs, use coax cables fitted with RCA Phono plugs. 

Connect the power cable to the power inlet on the DAC rear panel, plug the other end into a 
convenient power outlet.  

!
 

Please do not use an excessively heavy or inflexible power cable as this may damage 
the power inlet connector. 

 

The cables supplied with the unit are “commercial grade”, because most owners will 
have their own “audiophile grade” cables or will prefer to make their own cable choices. 

Press the Power button – the unit will display Vivaldi DAC. Wait about 30 seconds while the DAC 
configures itself.  

If the unit is likely to be set in an unfamiliar state, you can run the Factory Reset routine by pressing 
the buttons in this sequence:  Menu,  Ź,  Menu,  Ż, Menu. 

Wait a few seconds while the unit resets itself. 

 
 

Spotifyはきわめて多くの音楽を聴くことができます。演奏家、最新のヒット

曲、ご自身のための新しい発見等々。 

 

Rossini DAC は Roon Readyです。 Roon アカウントをお持ちの場合、NAS ドライブ

かネットワーク PC に Roon サーバーをインストールします。 Roon リモートをプレィ

バックのコントロールに使用します。Roon は容量の大きいパワフルなプロセッサー

を要求しますので、NAS ドライブを選択する場合には Roon のウェブサイトを参考に

してください。 

https://roonlabs.com/  

Roon Nucleus については、オリオスペックホームページを参照してください。 
http://www.oliospec.com/ 
 

低出力設定は、送信デバイスによって設定された音量が非常に大きくなる可能性があるために

直接パワーアンプをドライブし、AirPlay を使用しているときに起こり得る事故を防ぐために設け

られています。 

 

AirPlayで音楽を演奏する 

DAC がネットワークに接続しているときには、Appleのデバイスから AirPlayを経由してプレィヤーでストリーミン

グすることができます。 AirPlayが動作しているときには DAC のネットワーク入力は自動的に選択されます。 

 

 

 

 

Spotifyと接続して使用する。 

 

 

 

Spotifyユーザーであれば、Spotify Appを使用して DAC をコントロールすることができます。 

１． DAC を携帯電話、タブレット、または Spotify appが利用できる PC と同じWi−Fi ネットワークに接続します。 

２． Spotify appを開き、曲を演奏します。 

３． スクリーンの下の曲のイメージをタップします。 

４． 接続アイコンをタップします。 

５． リストから Rossini DAC を選びます。 

Spotify接続についての使用法、設定方法についての詳しい情報はSpotifyのホームページにてご確認ください。 

WWW.spotify.com/connect 

. 

 

Tidal、Qobuz、Deezer、およびインターネットラジオを使用する 

dCS Mosaic Control は、Tidal、Qobuz、Deezer、インターネットラジオなどのオンラインストリーミングサービス

から音楽を再生するために使用する必要があります。詳細につきましては、“Mosaic Control の設定”の項目お

よび、dCS の HP の Mosaic ユーザーガイド https://dcs.community/mosaic-user-guide をご参照ください。 

 
 

Rossini DAC で Roon を使う 
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MQA は、マスタークオリティーオーディオをストリーミングやダウンロードする場合

に、小さいパッケージで送れる様に構築された圧縮方法です。 

くわしくはMQA のウェブサイトをご参照ください。www.mqa.co.uk  

MQA ロゴはMQA 社のトレードマークでライセンス契約によって使用できます。 

 

MQA ファイルは、例えばTidal Mastersのようなネットワークからビットパーフェクトでファイルを

ストリーミングします。また、USB2 インターフェイスが開かれて、オリジナルのサンプルレートが

レンダリングされます。デコードされたサンプルレートとともに、標準のMQAアイコンがディスプ

レイに表示されます。 

このロゴはMQA スタジオファイルが演奏されている時に表示されます。 

MQA ファイルを演奏する 

 

 

 

 

 

 

 Rossini DAC v1.1 以降のバージョンは、フルMQA デコーダー機能を備えています。 

 

 

 

 

 

 

別のデバイスによって 24/88.2 または 24/96に展開され、USB1、AES または SPDIF インターフェイスにビット

パーフェクトに表示されたMQA データもオリジナルのサンプルレートにレンダリングされます。 

 

ネットワーク経由でMQA再生を実行する場合、MQA ストリームの種類は dCS Mosaic Control に表示されま

す。 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

元の MQA データが変更されている場合、MQA デコードはできません。 

 

MQA 認証プロセスが正しく機能するためには、ファイルのメタデータタグに MQA デコーダが検証する

コードを含める必要があります。 MQA ファイルのメタデータを編集した場合は、タグが破損している

可能性があります。 ファイルで提供されるタグとアートワークはリスナーの推奨メタデータタグ付け規

則と一致しない場合があるため、これは非常に一般的な問題です。 これは、MQAでエンコードされ

た CD からリッピングされたファイルに関する一般的な問題でもあります。 

この問題は、MQA Tag Renaming アプリケーションを使用して簡単に解決できます。 この問題が

発生しているファイルに対して実行すると、このアプリケーションはビットストリーム内の MQA マーカー

を読み取り、ファイルに適切なメタデータタグを適用します。 Tag Renaming アプリケーションの詳細

については、こちらを参照してください。 

https://www.mqa.co.uk/customer/tag435sdf43te 
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デュアル AES ソースとの接続 

・ ソース機器がデュアル AES対応であることを確認します。 

・ AES1(A)出力を DAC の AES1入力、AES2(B)出力を DAC の AES2 入力と接続。ケーブルの出力と入

力を交差させないように注意してください。 

・ AES 1+2 と表示されるまで入力ボタンを押します 

 
Menu, ►, ►, ►, Menu, ►と進み、Unit Settings > Dual AESメニューページを選択し、

メニューボタンによって Auto と設定します。 

 

Rossini DAC とRossini CD/SA CD トランスポートの接続例 

このアイコンが表示されなければメニューを開いて Unit Settings > Sync Mode > Audio Sync 

を設定します。 

 DAC はソース機器とロックし、自動的に AES 1+2 を選択します。 ソースが 24 ビットデータを 352.8K S/s

のレートで動作すれば、24/352.8 と表示されます。 

 

ソース機器の AES1(A)出力を DAC の AES1入力、同様に AES2(B)出力を DAC の AES2 入力と接続。 

XLR ケーブルの出力と入力を交差させないようにご注意ください。 

STEP 3 PCM 入力の接続  
 

 

 

 

 
 
 
 
 

 
 
 
 
 

 
 
入力ボタンを使用して AES1を選択します。 

 

 

 
 

 

DAC は５つの標準PCM入力があります。広範囲にわたる多くのソースとの接続ができます。 

ソース機器入力をオンにし、ディスク、ファイル、テープなどをロードしプレイモードにして、オーディオデータ

が流れるようにします。次に、以下から組み合わせを選択してください。 

 

アナログ出力 
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CD トランスポート、DVD プレーヤーなど、ほとんどのソース機器はシングルワイヤデジタル出力を持ってい

ます。通常RCA コネクターが装着されています。衛星レシーバーはToslink光出力が一般的です。 

 
・ ソースを適切なデジタルケーブルで同じDAC の入出力端子と接続します。 

・ 入力ボタンを押して、選択した入力がディスプレィに表示されるまで押します。次の入力がそれに

該当します。AES1, AES2, SPDIF1 (RCA), SPDIF2 (BNC) または TOS (Toslink).  

 
 

 

なぜDAC は 0 bitと表示するのでしょうか？ 

ご心配なく。ソース機器がDACと接続されている状態で、演奏していない場合にはデータが届い

ていません。DAC はデータが届いた時点で実際のビット数を表示します。トラックの間でも 0ビッ

トと表示されるかもしれません。 

 

シングル AES, SPDIFソースとの接続 
 

 
 

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

このアイコンが表示されなければメニューを開いて Unit Settings > Sync Mode > Audio Sync を

設定します。 

DAC はソース機器とロックし、CD プレーヤーと接続した場合には、ディスプレィは 16/44.1 と表示しま

す。 

入力名称が変更されていた場合には、標準的な名称はディスプレィには表示されません。 
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（USB ソースをご使用にならない場合にはこの項はお読みになる必要はありません） 
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 STEP 2 – Setting up the USB source 

If you do not want to use a USB source, go to STEP 3. 

 Connecting the USB interface 

The USB interface can be connected to Windows™ 7 or Windows™ Vista (SP2 or later), Windows™ 
XP (SP3 or later) PC, Mac™ OSX  (10.5.4 or later) systems or a sound server, running software to 
generate PCM data. The interface may work with Linux-based servers fitted with a USB 2.0 interface, 
but we have not tested this. 

One of the USB Audio classes must be set during system set-up. The DAC is shipped set to USB 
Audio Class 2. 

USB Audio Class 1: The interface operates without a special driver at up to 96kS/s.  

  

To select Class 1, open the menu, navigate to the Settings > USB Class menu page. The 
button sequence is: Menu,  Ź,  Menu,  Ż,  Ż, Ż, Ż, and then use the Menu button to 
select the Class 1 icon. Wait 10 seconds while the Class 1 code is loaded. 

USB Audio Class 2: The interface operates at up to 192kS/s (including DSD over PCM).  

For Mac OSX, version 10.6.3 or later is required.  

For Windows 7 or Vista or XP, the driver files on the dCS USB Class 2 Driver disc supplied 
must be installed onto the computer before use (see page 10).  

  

To select Class 2, open the menu, navigate to the Settings > USB Class menu page. The 
button sequence is: Menu,  Ź,  Menu,  Ż,  Ż, Ż, Ż, and then use the Menu button to 
select the Class 2 icon. Wait 10 seconds while the Class 2 code is loaded. 

 
 

Figure 2 – Connecting the USB interface. 
 

x Connect one of the computer’s USB ports to the USB port on the DAC’s rear panel. 
x Press the Input button repeatedly until USB is displayed. If the source is transmitting PCM data, 

the DAC will lock to the source and the sample rate will be displayed. 
The DAC’s USB interface operates in asynchronous mode. This allows the clock inside the DAC to 
control the delivery of data from the computer, avoiding the use of the computer’s inaccurate and 
jittery clock. 

 

 
 

クラス 1を選択するには、メニューを開き、Unit Settings > USB Classメニューページに行きま

す。ボタンの順序は次の通り。Menu, ►, ►, Menu, ►, ►, ► その後、Menu(メニュー) ボタンでクラ

ス 1のアイコン Class 1を選択します。 

 

クラス 1を選択するには、メニューを開き、Unit Settings > USB Classメニューページに行きま

す。ボタンの順序は次の通り。Menu, ►, ►, Menu, ►, ►, ► その後、Menu(メニュー) ボタン

でクラス 1のアイコン Class 1 を選択します。 

 

USBオーディオクラス２： このインターフェィスは最大386.4ｋS/s（DSD/64 over PCMを含む）のサンプリング

レートまで作動します。 

Mac OSX の場合は 10.10.以降のOS が必要です。 

Windowsの場合、ご使用の前にdCS USB Class 2 Driveｒ 2018 ドライバーをPCにインストールしなければな

りません。 
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 STEP 2 – Setting up the USB source 

If you do not want to use a USB source, go to STEP 3. 

 Connecting the USB interface 

The USB interface can be connected to Windows™ 7 or Windows™ Vista (SP2 or later), Windows™ 
XP (SP3 or later) PC, Mac™ OSX  (10.5.4 or later) systems or a sound server, running software to 
generate PCM data. The interface may work with Linux-based servers fitted with a USB 2.0 interface, 
but we have not tested this. 

One of the USB Audio classes must be set during system set-up. The DAC is shipped set to USB 
Audio Class 2. 

USB Audio Class 1: The interface operates without a special driver at up to 96kS/s.  

  

To select Class 1, open the menu, navigate to the Settings > USB Class menu page. The 
button sequence is: Menu,  Ź,  Menu,  Ż,  Ż, Ż, Ż, and then use the Menu button to 
select the Class 1 icon. Wait 10 seconds while the Class 1 code is loaded. 

USB Audio Class 2: The interface operates at up to 192kS/s (including DSD over PCM).  

For Mac OSX, version 10.6.3 or later is required.  

For Windows 7 or Vista or XP, the driver files on the dCS USB Class 2 Driver disc supplied 
must be installed onto the computer before use (see page 10).  

  

To select Class 2, open the menu, navigate to the Settings > USB Class menu page. The 
button sequence is: Menu,  Ź,  Menu,  Ż,  Ż, Ż, Ż, and then use the Menu button to 
select the Class 2 icon. Wait 10 seconds while the Class 2 code is loaded. 

 
 

Figure 2 – Connecting the USB interface. 
 

x Connect one of the computer’s USB ports to the USB port on the DAC’s rear panel. 
x Press the Input button repeatedly until USB is displayed. If the source is transmitting PCM data, 

the DAC will lock to the source and the sample rate will be displayed. 
The DAC’s USB interface operates in asynchronous mode. This allows the clock inside the DAC to 
control the delivery of data from the computer, avoiding the use of the computer’s inaccurate and 
jittery clock. 

 

 
 

USB オーディオクラスの設定 

本機はUSBオーディオクラス2として設定して出荷されていますが、クラス1でも選択できます。どちらかを

選択して設定して下さい。 

USB オーディオクラス１：このインターフェイスは 96k S/s までのデータであれば、特別なドライバーは必要

ありません。 

 

STEP 4 USB ソースのセットアップ 

 

 
 
 
 
 
 
 
 
 
 
 
  
 
 

 

 

 

 

 

 

 

 
 
  
  

 
 
 
 

 

 

 

 

 

 

 

 

互換性 

USB1 インターフェィスは Windows 10、Windows 8/8.1、 Windows 7 、Mac OSX (10.10.以降のバージョン) 

等の PC、そして、PCMデータを送り出すサウンドサーバーと接続できます。 

Linux Ubuntuサーバー, USB Audio Class 1または 2 をサポートする USB2.0インターフェィスを備えたコン

ピューターとも接続は可能となっていますが、dCS はまだ広範囲な検証は行ってはおりません。 

 

クラス2を選択するには、メニューを開き、Unit Settings > USB Classメニューページに行きま

す。ボタンの順序は次の通り。Menu, ►, ►, Menu, ►, ►, ► その後、メニューボタンでクラス

2 のアイコン Class 2 を選択します。 

 

ご使用のWindows PC に古いバージョンの dCS USB Class 2 ドライバーがインストールされている

場合には、アンインストールしてから最新バージョンをインストールしてください。 
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Windows driver for USB Class 2 をロードする 

 
・ ASIO4ALL または他の ASIO ドライバー(サウンドカード用など) が PC にインストールされている場合に

は、それをアンインストールしてください。そうでないと dCS ドライバーは正しく動作しません。 

・ DAC が USB クラス 2 に設定されていることを確認してください。そうでないと、ドライバーインストールは

できません。 

・ DAC と PC の電源を入れます。 

・ dCS ホームページ、 http://dcsltd.co.uk/products/rossini-DAC/ から、Support リンクをクリックし最新

の dCS USB Audio Class 2 Driver をダウンロードします。 
・ ファイルをディレクトリーに解凍し、そのファイルを実行します。 

・ スクリーン上のプロンプトにしたがって進めます。 

・ インストールが完了するまで待ってから、コンピューターを再起動します。 

 
USB Audio Class 2 を設定しないで DAC に接続しても、WindowsＰＣにドライバーをインストール

していないとインターフェィスは動作しませんのでご注意ください。 

これが DAC の USB ネットワークインターフェイスのシンクロモード（Sync Mode）ファクトリー設定です。 

DAC はソースクロックとはロックしていませんが、その代わりに DAC の内部クロックを使用します。 

コントロール信号はソース機器に PC からデータを送るように命令します。コンピューターの不正確でジッター

の多いクロックを使用しない、音質重視の方法です。 

 

dCS Vivaldi DAC User Manual Software Issue 1.0x 
 July 2012 
  

 
Filename: Vivaldi DAC Manual v1_0x.docx Page 6 English version

 STEP-BY-STEP GUIDE 

This section guides you through setting up the unit for basic operation.  

 Preliminaries                

The Menu / Setup Guide sheet details the menu structure and details the two most common set-ups.  

For digital interfaces, use with cables designed for digital audio: 

x for AES/EBU interfaces use 110: screened, twisted pair cables fitted with one male XLR 
connector and one female XLR connector. 

x for SDIF, Word Clock or SPDIF BNC interfaces, use 75: coax cables fitted with BNC plugs. 

!
 

SDIF and Word Clock interfaces require a simple DC-coupled connection. The interfaces 
may malfunction or not work at all if capacitor coupled cables or cables with built-in 
networks are used. 

x for SPDIF RCA interfaces, use 75: coax cables fitted with RCA Phono plugs. 
x for TOSLINK optical interfaces, use Toslink fibre-optic cables. 
x for the USB interface, use a standard USB2.0 cable fitted with one type A and one type B 

connector. The internal screen must be connected at both ends. 

For analogue outputs, use with screened cables of the correct type: 

x for balanced outputs, use screened, twisted pair cables fitted with one male XLR connector and 
one female XLR connector. 

x for unbalanced outputs, use coax cables fitted with RCA Phono plugs. 

Connect the power cable to the power inlet on the DAC rear panel, plug the other end into a 
convenient power outlet.  

!
 

Please do not use an excessively heavy or inflexible power cable as this may damage 
the power inlet connector. 

 

The cables supplied with the unit are “commercial grade”, because most owners will 
have their own “audiophile grade” cables or will prefer to make their own cable choices. 

Press the Power button – the unit will display Vivaldi DAC. Wait about 30 seconds while the DAC 
configures itself.  

If the unit is likely to be set in an unfamiliar state, you can run the Factory Reset routine by pressing 
the buttons in this sequence:  Menu,  Ź,  Menu,  Ż, Menu. 

Wait a few seconds while the unit resets itself. 

 
 

 

 

  

 

 

 

 

 

 

 

 

 

 

 
 

PC との基本的な設定 
  

  

 

 

  

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

このアイコンが表示されない場合には、メニューを開いて Unit Settings > Sync Mode 
> Master Mode を選択します。 

 

アナログ出力 

DAC リアパネルの USB 1ポートと PC USBポートを接続します。 

USB 1入力を選択するには、dCS Mosaic Controlアプリを使用して必要な入力を選択するか、USB 1が表示

されるまでフロントパネルの入力ボタンを繰り返し押します 
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Windows や Mac OSX システムによって演奏できる音楽は無限大にあると言えます。しかし、全てが

USBポートに対応するように完全に加工されているわけではありません。例えば、Windowsメディアプレ

ーヤーはオリジナルのサンプルレートを全て 24 ビットに再サンプルしますが、 iTunes は OSX Audio 

MIDI セットアップパネルに合うように出力サンプルレートを変換します。 

 このように、ソフトウェアでの再生が急増しアップデートが頻繁に行われますから dCS が全てのアップデー

トに対応することは不可能です。もし質問や問題がある場合には、ソフトウェアのサービスにお問い合わせ

下さい。異なるプログラムは異なって動作するので、ご使用中のプログラムがオーディオをどのように処理

するかを正確に知ることはそれなりの価値があることでしょう。 

 

dCS としては、オペレーティングシステムに入っているのではなくて、優れた音楽ストリーミングプログラム

をご使用になることをお薦めします。それは、JRiver Media Center (Windows, Mac) もしくは Audirvana 

(Mac)などです。 

 

どのようなプログラムによって音楽再生をされる時にも、コンピューターが Rossini APEX DAC をよく使用す

る機器として、自動的に選択しない場合があります。次のようにそれを補正できます。 

 
Mac OSX:  Rossini APEX DACを接続し、電源を入れます。Finderを開き、Goタブをクリックし、Utilitiesを

選択します。ユーティリティーパネルで Audio MIDI Setup を選択し、 左側のリストから Rossini DAC 
USB を選択し、右クリックします。その後にドロップダウンリストからこのデバイスをサウンド出力に使用す

る（Use this device for sound output） を選択します。フォーマットを 384000.0Hz、 2ch-24 ビット

Integer に設定し Audio MIDI 設定を閉じます。 

Windows １０/８.１/７: Start＞Control Panel＞Hardware and Sound＞Sound に行き、表示された

Playbackタブで dCS Rossini DAC Audio を右クリックし、「デフォルトコミュニケーションデバイスに設定

する (Set as Default  Communication Device)」を選択します。Enhancements タブをクリックし、

Disable all Enhancements にチェックを入れます。Advanced タブを選択し、ドロップダウンボックスから

24bit,384000Hz (Studio Quality) を選択します。Exclusive Modeの下にある2つのボックスをチェックし 

OK をクリックし、その後にもう一度OK をクリックして Sound パネルを閉じます。 

 

ＵＳＢ １入力が反応しなくなり、PC によって見つからない場合には USB ファームウェアが破壊さ

れている場合があります。これは、トラック演奏中に USB の接続がしっかりと確保できていない

ときに起こります。その場合には、USBケーブルを外してUnit Settings > USB Class設定で前

に戻るように変更して、USB ケーブルをまた接続します。この方法で問題は解決するでしょう。 
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 Loading the Windows driver for USB Class 2 
x If ASIO4ALL or any other ASIO driver (e.g. for a sound card) is loaded on your computer, please 

uninstall it - otherwise the dCS driver will not work correctly. 
x Power up the DAC and the computer. 
x Make sure the DAC is set to USB Audio Class 2 - otherwise the driver installation will fail. 
x Load the dCS USB Audio Class 2 Driver for Windows disc into the computer’s CD drive. 
x If the installation does not start automatically, Run “setup.exe”. 
x Follow the on-screen prompts. 
x When prompted, connect the DAC to the computer’s USB port. 
x Wait until installation is complete, then remove the driver disc and re-start the computer. 

 
!

 

 If you connect a Vivaldi DAC set for USB Audio Class 2 to a Windows computer without 
first loading the driver, the interface will not work and the Thesycon panel on the 
computer will display the warning message: Device cannot start. 

 A word about Music Playing Software 

There are countless programs that can play music on WindowsTM PC and Apple MacTM OSX systems.  
Unfortunately, not all of them present the data completely unprocessed to the USB ports. For 
example, Windows Media Player re-samples all data to 24 bits at the original sample rate, while 
iTunes converts data as necessary to the output sample rate set in the OSX Audio MIDI Set-up panel.   

With such a proliferation of playing software, and updates being issued frequently, it is impossible for 
dCS to be fully up-to-date with the behaviour and performance of all programs. If you have questions 
or problems, we would urge you to take them up with your software vendor. What we will say is that 
different programs operate very differently and it is well worth finding out exactly how your particular 
program processes the audio. 

One particular problem that has been identified concerns iTunes when running on Windows systems. 
The default output word length is 16 bits and must be changed to 24 bits for correct operation. To do 
this, click on Start > Control Panel > Quicktime.  Click on the Audio tab of the Quicktime panel and 
select 24 bit in the Size field of the Sound Out section. 

 Selecting the Vivaldi DAC as your Audio Output device 

Whichever program you are using to play your music, your computer may not automatically select 
your Vivaldi DAC as the preferred playback device. You can correct this as follows : 

WindowsTM XP  -  Once you have connected the Vivaldi DAC and switched it on, go to Start > 
Control Panel > Sounds and Audio devices. Click on the Audio tab and select dCS Vivaldi or dCS 
High Speed Audio Device from the drop down list in the Sound Playback - Default Device list. For 
best results, set the Sample Rate to be the same as that of the file. 

WindowsTM Vista / WindowsTM 7  -  Once you have connected the Vivaldi DAC and switched it on, go 
to Start > Control Panel > Hardware and Sound > Sound and click on the Playback tab of the 
panel that appears. Select dCS Vivaldi or dCS High Speed Audio Device from the list of available 
devices. For best results, click on Properties > Advanced and set the Default Format to 24 bits at 
the same sample rate as the file. 

MacTM OSX  -  Once you have connected the Vivaldi DAC and switched it on, open Finder, click on 
the Go tab and select Utilities.  In the Utilities panel, select Audio MIDI Setup and click on the Audio 
Devices tab in the Audio MIDI setup panel. Select dCS Vivaldi from the drop down list in System 
Output. You can also set dCS Vivaldi as the default output from the same panel. For best results, set 
the Sample Rate to be the same as that of the file. 

 

 Some streaming programs give better results with a different set-up, or can 
automatically set the output sample rate to match the file sample rate. Please refer to the 
“dCS Guide to Computer Audio” for more specific information.  

Go to STEP 3. 

 
 

音楽演奏ソフトについて 

 
 
 
 
 
 
 
 
 
 
 
 
 

Rossini APEX DAC をオーディオ出力デバイスに選択する 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

ストリーミングプログラムを開いて、Rossini DAC を OptionsまたはPreferencesパネルから選び、音楽を演奏し

てください。 
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・ Menuボタンを2秒ほど押し続けて、ブラウザを開きます。Please Wait という表示が数秒表示される

かもしれません。これはドライブの容量によります。その後、USB1と表示されます。Menuボタンを押

します。 

・ ディスプレィにはファイルとルートディレクトリーにあるフォルダーがリストアップされます。►と◄ボ
タンとによって青いハイライトを動かします。（青いハイライトとはカーソルで、次のトラックが演奏し

始めるまで動きません。） 
 

・ ファイルを演奏する、またはサブディレクトリーに移動するためにはメニューボタンを押します。 

・ ディレクトリー構成のバックアップをナビゲートするには、Stop/Ejectボタンを押します。 

・ パワーボタン（Power）を軽く押してブラウザを閉じます。 

 フロントパネルの操作は通常のモードになります。トラックの名前、プレィアイコン、トラック経過時間が表示

されます。 

 

DAC はディレクトリーにある全てのファイルを順番に演奏し、停止します。 

 ・ フロントパネル、リモコンの次のトラック、前のトラック、プレィ/ポーズ、停止/イジェクトボタン

（Previous Track, Next Track, Play/Pause , Stop/Eject）を使用して、選曲などを行います。 

・ 別のディレクトリー、演奏をリスタートさせるにはブラウザをもう一度開きます。 

 
誤作動の原因となることがありますので、オーディオ以外のファイルを演奏しないでください。

誤ってこれを行った場合には DAC を再起動しなければなりません。 
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 STEP-BY-STEP GUIDE 

This section guides you through setting up the unit for basic operation.  

 Preliminaries                

The Menu / Setup Guide sheet details the menu structure and details the two most common set-ups.  

For digital interfaces, use with cables designed for digital audio: 

x for AES/EBU interfaces use 110: screened, twisted pair cables fitted with one male XLR 
connector and one female XLR connector. 

x for SDIF, Word Clock or SPDIF BNC interfaces, use 75: coax cables fitted with BNC plugs. 

!
 

SDIF and Word Clock interfaces require a simple DC-coupled connection. The interfaces 
may malfunction or not work at all if capacitor coupled cables or cables with built-in 
networks are used. 

x for SPDIF RCA interfaces, use 75: coax cables fitted with RCA Phono plugs. 
x for TOSLINK optical interfaces, use Toslink fibre-optic cables. 
x for the USB interface, use a standard USB2.0 cable fitted with one type A and one type B 

connector. The internal screen must be connected at both ends. 

For analogue outputs, use with screened cables of the correct type: 

x for balanced outputs, use screened, twisted pair cables fitted with one male XLR connector and 
one female XLR connector. 

x for unbalanced outputs, use coax cables fitted with RCA Phono plugs. 

Connect the power cable to the power inlet on the DAC rear panel, plug the other end into a 
convenient power outlet.  

!
 

Please do not use an excessively heavy or inflexible power cable as this may damage 
the power inlet connector. 

 

The cables supplied with the unit are “commercial grade”, because most owners will 
have their own “audiophile grade” cables or will prefer to make their own cable choices. 

Press the Power button – the unit will display Vivaldi DAC. Wait about 30 seconds while the DAC 
configures itself.  

If the unit is likely to be set in an unfamiliar state, you can run the Factory Reset routine by pressing 
the buttons in this sequence:  Menu,  Ź,  Menu,  Ż, Menu. 

Wait a few seconds while the unit resets itself. 

 
 

互換性のあるフォーマットであれば、必要に応じて USB2 インターフェイスを低電力USB HDD と

一緒にご使用できます。読み取り時間はかなり長くなる可能性がありますが、最大１TB の容量

のドライブを使用できることを確認しました。このように容量が大きい場合は、ネットワーク経由

で接続されたNAS ドライブのご使用をおすすめいたします。 

STEP 5  USB2 入力を使用する 

USB フラッシュドライブから音楽ファイルを演奏 

フラッシュドライブに保存されたFAT16, FAT32または暗号化されていないNTFSにフォーマットされた音楽ファイ

ルを演奏することができます。その他のフォーマットに対しては互換性がありません。 

dCS Mosaic Controlを使用して USB2ポートに接続されたドライブにアクセスするか、以下で説明するフロントパ 

ネルブラウザーを使用できます。 
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・ クロックにロックする入力を Inputボタンによって選択します。その入力はネットワーク、USB 1, また

は USB 2 です。 

・ Rossini クロックの電源を入れます。 

・ クロックのクロック出力1 （Word Clock Output 1）と DAC のクロック入力1 （Word Clock In 1）と

を、また、同様にクロックの出力2 （Word Clock Output 2）と DAC の入力2 （Word Clock In 2）と

を接続します。 

 DAC のメニューページからシンクロ設定を行います。Unit Settings > Sync Mode と進み、

Word Clock 1-2 Auto （ワードクロックオート）に設定してシステムをロックさせます。 

W1またはW2 のアイコンが表示されます。 
 

・音楽を演奏します。 

Rossiniクロックは44.1kHz, 48k Hzの信号を同時に出力し、DACに届けます。多様なサンプルレートに対応し

ます。 
・ AESもしくはS/PDIF入力に接続されたソースををワードクロックと接続したい場合には、Vivaldi Clockをご

使用になることをお考え下さい。Vivaldi Clockは多くの出力を備えています。 
 

DAC の AES, SPDIF入力とクロックをロックさせる場合、CD プレィヤーなどのソース機機は同じ

マスタークロックとシンクロしていなければなりません。シンクロしていないと断続的なクリック

音、中断、出力の歪みなどが起こります。 
 

STEP 6 クロッキング 

  
Rossini クロックを使用する 

Rossini マスタークロックを追加することによってパフォーマンスは向上します。 

 
 
 
 
 
 
 
 
 
   

 

 
 

 

 

 

 

 

 

 

 

 

 

この段階では、システムはソースによって起動されるクロック、またはマスターモードでエィシンクロノス USB 

インターフェイスによって本機のクロックによって動作しています。これは、シンプルな設定ですが、クロックジ

ッターの問題が絡んできますので、最高度のパフォーマンスとはなりません。 

 

アナログ出力 
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 STEP 3 – Connecting the Analogue Outputs 

Choose one of the following two sections: 

Using a preamplifier 

x Set the preamplifier volume control to a low level. 
x Connect either the balanced (XLR connectors) or unbalanced (RCA phono connectors) outputs on 

the DAC rear panel to matching line level inputs on your preamplifier (probably labelled CD or 
AUX).   

x Turn the DAC rotary control clockwise to set the Volume to maximum (- 0.0dB on the display).  

Slowly increase the preamplifier volume until the music is at the right level. 

Using a power amplifier directly 

x Turn the DAC rotary control counter-clockwise to set the Volume to around -40.0dB as shown on 
the display.  

x Connect either the balanced (XLR connectors) or unbalanced (RCA phono connectors) outputs on 
the DAC rear panel to matching inputs on your power amplifier. Switch on the power amplifier.  

x Turn the DAC rotary control slowly clockwise until the music is at the right level.  

Play a disc, you should have audio. 

!
 

The most common fault reported when using our balanced outputs is hiss, unstable 
levels and a thin sound on both channels. This is caused by connecting the DAC’s 
balanced output stage to an unbalanced input on an XLR connector with pin 3 left 
unconnected. This does not work correctly with a balanced and floating output stage – 
you must connect pin 3 to pin 1 (ground) to complete the signal path.  

Another possible cause of this fault (probably on one channel only) is a broken cable. 
 

 

The Vivaldi DAC has independent balanced and unbalanced output stages, so you can 
connect them to different amplifiers if you wish. 

  

 STEP 4 - Setting the Output Level 

If the preamplifier volume setting for a comfortable listening level is too high or too low, you may need 
to change the Output Level setting.  

!
 

Setting the Output Level to 6V can cause some preamplifiers to overload and distort. For 
this reason, we recommend the 2V setting if a preamplifier is used. 

Similarly, if you are driving a power amplifier directly and the DAC Volume setting for a comfortable 
listening level is higher than –10.0 or lower than –30.0 try changing the Output Level setting by 
pressing the buttons in this sequence: Menu,  Ź,  Menu,  Ź, Menu. 

If the setting is 2V and the DAC Volume is still set well below –30.0, your power amplifier or 
loudspeakers must have a very high sensitivity. Consider a preamplifier or try some passive 
attenuators. 
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Rossini APEX DAC をマスターモードとしてトランスポートと接続 

 

ソース機器にワードクロック入力があれば、DAC をマスターモードで使用し、ソース機器をスレーブモードに

することで、ジッターを減少させられます。 

 

・ 図のように接続します。 

・ DAC の入力ボタンを使って使用したい入力を選択します。（例：AES1+2） 

 
DAC のシンクロモードをメニューから Master に設定します。（Unit Settings > Sync Mode） 

Vivaldi トランスポートは 44.1kHzワードクロックとロックしてアイコンが表示されます。 

16/44.1kS/s フォーマットで CD をお聞きになりたい場合は、トランスポートの SPDIF出力を DAC の SPDIF

入力と接続します。その入力を選択してマスターモードに設定します。 

 

アナログ出力 

 

 

 

 

 

 

 

 
 

 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
  
 
  

 
 
 
 

 

 

 

 

 

 

 

Rossini APEX DAC をマスターモードで Rossini トランスポートと使用する 
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Rossini クロックは第三の出力があります。（通常44.1kHzに固定されています）それは、例えばSACDトランス

ポートなどに使用します。 

 

アナログ出力 

・ DAC の入力ボタンを使って使用したい入力を選択します。（例：AES1+2） 

 
DAC のシンクロモードをメニューからワードクロック 1-2 オートモード(Word Clock 1-2 
Auto)に設定します。（Unit Settings > Sync Mode） 

 
Rossini トランスポートは 44.1kHzワードクロックとロックしてアイコンが表示されます。 

 
16/44.1kS/s フォーマットで CD をお聞きになりたい場合は、トランスポートの SPDIF出力を DAC の SPDIF

入力と接続します。その入力を選択してマスターモードに設定します。 

 音楽演奏を終えたら、DAC をパワーボタンを押すことによってスリープモードにします。完全にオフにする

にはパワーボタンを SWITCHING OFF と表示されるまで押し続けます。 

Rossini APEX DAC とクロックをトランスポートと使用する。 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
  
 
 
 
 
 
 
 
 

 
 

Rossini DAC, クロックとトランスポートとの接続例 
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DAC に DSD アップサンプリング機能を PCM オーバーサンプリングの最後の段階に加えられます。 

・ メニューページの Unit Settings > Upsampling Mode を DSD または DSD×２に設定。（P39参照） 
この機能は DAC が PCMデータを受け取ったときにのみ作動します。  
・ マッパー機能は、データがRING DACTMに提示される方法を変更します。 3つのオプションを試して、お好

みのものをお選びください。 
 

 

 本機の入力はターミナルエミュレータープログラムを実行しているコンピューターを使用して、システムに

応じて名前を付けることが出来ます。Windows PC の TeraTerm を使用する方法で以下ご説明しますが、

他のプログラム、PuTTY, ZTerm も使用できます。もし、問題がある場合は販売店にご相談ください。 

 ・ DAC と Windows PC の電源を入れます。 

・ 以下のサイトから Tera Term をダウンロードし、インストールします。（リンクがない場合には、

Tera Term online の最新ヴァージョンを探して下さい。） 

http://en.sourceforge.jp/projects/ttssh2/releases/ 
 

DAC 設定を Setting > RS232 メニューページのTオプションに設定。（T=テキスト） 

 
・ USB-RS232 アダプターケーブルで DAC のテス

トポートと PC の USBポートを接続します。 

・ ttermpro.exe.を実行します。 

・ Serial ボタンをクリックし、TeraTerm が自動的に

DACを接続しているポートを選択するのでOKを

クリックします。 

・ Setup>serial Port をクリックし、Baud rate を

115200 にセットして OK をクリックします。 

・ ターミナル ウィンドウで、コマンドをタイプします： NAME n = new name 

この中で、n は以下のリストにある標準的な名称と関連しています。 

 

標準入力名称に戻したい場合には（例:AES1, SPDIF2 など）メニューページから

Configuration > Reset Input Names と進みます。入力した名称はデリートされます。 
 

オプション 

 

 

   

 

 

デジタル入力に名前を付ける 

  

 

 

 
  

 

 

 

 

 

 

 

 

  

 

 

 

 

 
 

 
AES1 0 AES2 1 AES1+2 2 SPDIF1 3 

SPDIF2 4 SPDIF3 5 USB1 6 Network 7 

 
 
 
 
 

 
 
 

 

またnew nameは、CD-SACD, TV, COMPUTERなど、その入力に使用したい名前です。使用できる文字は

大文字の A-Z, 番号0-9、+ - / = . : ? ! @ &です。 

・ Enter を押します。 

 

例えば： 

AES1+2 入力を CD-SACD としたい場合には、NAME 2 = CD-SACD とタイプし Enterキーを押します。TOS

入力をTVとしたい場合には、NAME 5 = TVとし、Enterキーを押します。 
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DAC RS232ポートを Rossini クロックの RS232 ループポートに接続す

ると、2 つのユニットは DAC のパワーボタンを押す、またはリモートコ

ントロールによってスリープモード、動作モードになります。 

ケーブルは2つの9ピンD タイプ、ストレートケーブルによってユニッ

トのメス端子と接続します。 

 

パワーリンクの機能は両方のユニットが同じRS232モードになっている場合にのみ作動します。 

(Textまたは、Binary) 

完全にオフの状態でクロックを最初にスイッチした場合、本機は自動的に同じモードに設定され

ます。 

 

 

Rossini の名前を変更する 
複数の Rossini ユニットがネットワーク上にある場合に、Rossini APEX プレィヤー、または Rossini APEX DAC を

以下のように名称を変更することができます。 
 

• .PC、タブレット、携帯電話と Rossini を同じネットワーク上で接続します。 

• Rossiniのメニューボタン （Menu） を３回押します。表示される該当機のIPアドレスを見てください。パワーボ

タン（Power）を軽く押すとメニューページを閉じます。 

 

 

 

 

 

 

 

 

 

 

 

 

• ウェブブラウザを開き、Rossini の IP アドレスに行きます。 

• デバイス設定（Device Settings）をクリック、またはタップします。 

• デバイス名称(Device Name)の下のボックスをクリック、またはタップして、新しい名称を入れ、提出(Submit)

をクリックかタップします。  

（この機能は近日中に Rossini アプリでご使用いただけるようになります） 

 

パワーリンク 
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ディスプレィ - dCS Mosaic  

ネットワークまたはUSBフラッシュドライブから音楽をストリーミングしている場合には、ディスプレィは4つ

のエリアに分割されています。 

 

エリア1： 演奏家、アルバム名、トラック名、またはファイル名（ファイルタイプ、メタデータによって表示が変わ

ります） 

エリア 2： データレート； ワードレングス、PCM, DSD, DSDx2 のサンプルレート 

エリア 3： ステータスアイコン 

 
PCMフィルター設定 

クロック シンクロモード設定 

（Sync Mode の項をご参照） 

位相は逆相 チャンネルスワップ 

MQA フォーマットデータをデ

コーディング 

 

DSD フィルター設定 

MQA スタジオフォーマットデー

タをデコーディング 

 

フロントパネル 

 
 
 
 

 

 

 

 

 
 
 
 
 
         ---------------------1------------------             --------2--------  
 
 
 
 
 
         ---------3----------                             ---------4-----------  
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

エリア 4： プレイ、ポーズアイコンとトラック経過時間 

ボリュームが変更されたときにはボリューム設定が数秒表示されます。 

 

ロック設定 

ディスプレイは消えます。 

A B  C    D  E  F  G 

H 
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エリア 1： 選択されている入力 

エリア 2： データレート； ワードレングス、PCM, DSD, DSDx2 のサンプルレート 

エリア 3： ステータスアイコン（前述のネットワーク入力と同じアイコン） 

      
 

 

ディスプレィLCDは同じ表示を長く表示させ続けると劣化していきます。それを防ぐために演奏が

終わったら、ユニットをスイッチオフ、スリープにすることを心がけてください。 

 

 

エリア 4： ボリュームレベル （デシベル値とバーで） 

 

ディスプレィ - DAC モード 
 
デジタル入力のひとつが選択されている、またはネットワーク入力が選択されてはいるが動作していない場合

にもディスプレィは 4分割されています。 

                     ----------1-----------                               ----2----- 

 

                     

 

                     ---------3---------                          --------------4-------------- 

 

 

 

 

 

 

 

 

 

メニューディスプレィの詳細はメニューの項（P42）をご参照ください。 

 

 
 

 

リモートコントロール受光 

IR リモートコントロールを使用する場合には、レシーバー（B）に向けてコマンドしてください。 

 

コントロールモード 

フロントパネルコントロール機能は動作中の DAC モードによって異なりますが、以下の機能を持っています。 

 

MODE      

DAC /Network Power Menu Filter Input Mute 

Menu Close Select ◄ Menu Menu ► --- 

USB2 Browser Close Select Cursor ▲ Cursor ▼ Folder ▲ 

 
 
 

不適切なクロックが検出された場合 
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スイッチをオンにするには、Power (パワーボタン,G ) を押します。この場合、リアパネルスイッチが I になって

いることをご確認下さい。リモートコントロールではパワーはオンになりません。 

スリープモードにするには Power パワーボタンを一度押します。ディスプレィは消えて、ボタン下の LED(D)が

点灯しています。アナログ出力はミュート状態ですが、ユニットは作動状態に近い温度です。もう一度ボタンを

押すと通常の作動状態に戻ります。 

完全に パワーダウンするには、ディスプレィに SWITCHING OFF と表示されるまで約5秒間Powerボタンを

押します。トレーが開いているときには自動的に閉じます。 

PCMデータを受け取るときには、Filter (フィルターボタン, E )によってフィルターを選択できます。メニューまた

はブラウザが開いているときには Filter フィルターボタンは ◄ ボタンに変更され、メニューページを逆戻りす

るか、トラックリストをアップするのに使用されます。 

 

Input 入力ボタン(E)を押して利用可能なデジタル入力を指定します。 

 

接続されていない入力はリストに表示されませんので、選択はできません。 

 

デュアル AES モードがオフに設定されている時には AES1+2 は表示されません。 

Power パワーボタン 
 
 
 

 

 

 

 

 

 

 

Menu メニューボタン 

 
Filter フィルターボタン 

 
 
 
 

 
Input 入力ボタン   
 
 
 
 
 

ソースのサンプルレートは自動的に検出されます。 入力ボタンを押すと以下の順番接続されている入力が表

示されます。 

…, NETWORK, AES1, AES2, AES1+2, SPDIF1 (RCA), 
SPDIF2 (BNC), SPDIF3 (Toslink), USB1, …  

  

 

 

Menu (メニューボタン, D ）はメニューを開きます。メニューページを選択し設定を変更します。詳しくはメニュー

の項をご覧下さい。 

USB フラッシュドライバーが USB2ポートにつながれている場合には、Menuボタンを二秒ほど押し続けてファ

イルブラウザを開き、フォルダーやトラックを選択します。 
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Mute ミュートボタン 

Muteボタン(ミュート,G )はアナログ出力のミュート、ミュート解除に使用します。本機がミュート状態の時にはディ

スプレィにMUTE と表示されます。 

ブラウザが開いているときにはミュートボタンは前のディレクトリーをナビゲートします。 

 

ロータリー コントロール 

 

通常ロータリー コントロール(H)はボリュームレベルの設定に使用します。このセッティングは 0dB (フルボリュ

ーム)から-50dBまでを0.5dBずつ、 -80dBまでは0.5dBステップで調整し、-80dB以下ではミュートとなります。

ボリュームが変更されたときには大きな文字で数秒表示されます。 

 
 
 

 

 

 

 

Balance (バランス) メニューページが開いている、もしくはリモートのバランスボタンが押されている場合には、

チャンネル バランスを調整します。バランスの調整は 0.1dB ステップで、-6.0ｄB まで下げられます。その後ミュ

ートとなります。ボリューム表示(棒グラフ)はバランス設定に変わります。 

 
 
 
 

 

 

メニューが開いている間、ロータリー コントロールはメニューページを前に進めたり、後に戻したりすることをし

ます。 

 
 
 
 
 
 
 
 

Balance left Balance central Balance right 
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dCS Vivaldi DAC User Manual Software Issue 1.0x 
 July 2012 
  

 
Filename: Vivaldi DAC Manual v1_0x.docx Page 21 English version

 REAR PANEL 

 

J K L M --N-- --O-- P Q V

------R------ S T U W

Figure 7 – Rear panel 
 

 Analogue Outputs 

The unit features independent Balanced Outputs (J) on XLR connectors and Unbalanced Outputs 
(K) on RCA connectors. The Left channel outputs are in the top row and the Right channel outputs are 
on the lower row.  

Our Balanced Outputs are intended to be 
connected to true balanced inputs only. They are 
electronically balanced and floating, so they 
behave like an audio transformer. This 
arrangement enhances the rejection of hum and 
interference picked up by the cable when used 
with a true balanced input.  

Most other DACs use a much simpler circuit that 
does not offer the same level of performance.  

 

!
 

Some amplifier manufacturers provide unbalanced inputs on XLR connectors by leaving 
pin 3 floating. This arrangement does not work correctly with a floating output stage, 
resulting in extra noise, unstable signal levels and a “thin” sound. If you want to use the 
Vivaldi DAC with this type of input, link pin 3 to pin 1 in the cable at the amplifier end.  
In such cases, we recommend that you use the Unbalanced Outputs instead. 

 AES Digital Inputs 

The AES1, AES2 (L), AES3 and AES4 (M) inputs can be used individually at sample rates up to 
192kS/s.  

If the Dual AES1+2 menu page is set to On or Auto, AES1+2  can be used together as a Dual AES 
pair at 88.2, 96, 176.4, 192, 352.8 or 384kS/s. AES3+4 behave in the same way if the Dual AES3+4 
menu page is set to On or Auto.  

Both Dual AES interfaces will also accept dCS-encrypted SACD data from the Vivaldi Transport and 
DoP data (DSD over PCM) from the Vivaldi Upsampler or Transport when playing CDs. 

!
 

For Dual AES mode to work correctly, the source must actually generate Dual AES data, 
not just the same single AES data on 2 connectors! 

 
 

dCS のバランス出力は真のバランス入力に対して接

続されるように設計されています。電気的にバランス

回路であり、フローティングですので、オーディオトラ

ンスのような働きをします。この優れた点はハムの拒

絶率とケーブルから入ってくる諸々の電磁波などの

干渉を防ぐ点です。疑似バランスではなく、完全なバ

ランス回路設計のオーディオ機器と接続して下さい。 

ほとんどの DAC は非常に単純な回路設計で、このよ

うな優れた性能ではありません。 

 
XLR コネクターを使用しているにもかかわらず、ピン３を浮かして、本当の意味でのバランス

回路ではないアンプも見受けられます。このような回路では、XLRケーブルで接続しても良い

結果は得られません。ノイズが増えたり、不安定な信号レベルとなったり、厚みのない音にな

ったりするようです。そのようなアンプをご使用の場合には、ケーブルのアンプ側XLRの3ピ

ンと 1ピンとを結んでアンバランス出力として使用することをお勧めします。 

 

デュアルAESモードが正しく作動するためには、ソースは実際にデュアルAESデータを送らなけ

ればなりません。シングル AES データを 2 つのコネクターから送るのでは正しく作動しません。 

リアパネル 

 

 

 

 

 

 

 
アナログ出力 

本機は独立した Balanced Outputs (バランス出力, L ), Unbalanced Outputs (アンバランス出力, M )を備えていま

す。上部が左チャンネル出力で下が右チャンネル出力です。 

 

 
 
 
 
 
 
 
 
 
 
 

 

 

 

AES デジタル入力 

 
AES 1、AES2 (N)入力は192KS/Sまでのサンプルレート(DoPを含む)に対し、独立して使用することが出来ます。 

 
デュアルDual AESメニューページがオン（On）またはオート(Auto) に設定されている場合には、AES1+2はデ

ュアル AES ペアとして、88.2, 96, 176.4, 192, 352.8 , 384 kS/s のレートで使用できます。 

デュアル AES インターフェイスは dCS の SACD データをVivaldi, Rossini, Scarlatti, Paganini トランスポートと DoP

データから受け入れます。 

 
 
 

 

 

 

 

 ------R------     S    T 

V     W 

X 

L    M    N     ------O------      P   Q 
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以下のPCを使用し、一般的なフォーマット何種類かを使用して多くのPCMストリーミングプログラ

ムでテストしましたが、全てのソースデバイス、動作システム、ソフトウェアに対しての正しい動作

は保証できません。テストしたOS はWindows 10, Windows 8.1, Windows 7, Mac OS X 10.10. です。 

 

SPDIF 入力 

 
本機は 2系統の S/PDIF入力があり、SPDIF1, SPDIF 2 (O)と書かれています。電気的な信号入力は 192kS/s

までのサンプルレート (DoPを含む) を受け入れます。また、光SPDIF３入力はTOS（O）入力です。トスリンクを

ご使用の際にはダストカバーを引き抜いて下さいが、トスリンクについては96kS/s以上のレートを保証するもの

ではありませんが、192kS/s のレートまで使用できるかもしれません。 

 
USB インターフェイス 

 
２つの USB インターフェイスは完全なるエィシンクロノスモードで動作するので、Rossini APEX DAC はサウンド

サーバーやコンピューターからのクロックジッターに対して免疫性を備えています。 DAC は自身のクロック、ま

たは Word Clock(ワードクロック)入力に接続されているマスタークロックを使用します。コンピューターへの

USB を通じてのフィードバックはデータ搬送レートをコントロールします。 

 

Bタイプ USB1 インターフェイス(Q)は 24ビット/384k S/s までのデータを、適合する USB2.0 インターフェイスを

装備したWindows PC, Mac PC, USB2.0インターフェィスに適合したサウンドサーバーから受け取ります。また、こ

のインターフェィスはDoPフォーマットにパッケージされているDSD/64，DSD128データを受け取ることも出来ま

す。 

 
 
  
 
 
 

メニューページの Unit Setting >USB Class によってインターフェィスを Class1（特別なドライバーなしで、

96kS/s以下）、または Class２（384k S/s まで、Mac OS X 10.10.以降はドライバー不要、Windows には dCS USB

クラス 2 ドライバーが必要です）に対設定できます。 

 
USB2インターフェィス（P）Aタイプは最大24/384kS/sまでのまたはDSD128の一般的なフォーマットのPCM音

楽ファイルを,USB フラッシュドライブから受け容れます。フラッシュドライブが接続されていると基本的なブラウ

ザは音楽ファイルをナビゲートし、演奏するファイルを選択します。ブラウザを閉じた後、ファイル名がプレィまた

はポーズアイコンと、演奏経過時間と共にディスプレィされます。 

 

同様にFAT16, FAT32フォーマットのUSBハードディスクドライブが使用できます。インターフェィスはNTSFフォ

ーマット、又は他のフォーマットのドライブは読み取れません。 
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本機がマスターモードに設定されている場合、DAC はWord Clock In (ワードクロック入力)からロックされたデ

ータではなく、自身の内部クロックを使用します。その場合、Word Clock Out ( ワードクロック出力、S )は シ

ングルワイヤー入力サンプルレートと同じクロック信号をします。（192kHz以下） 

選択された入力が AES, SPDIFの場合には、ソース機機は DAC のWord Clock Out ( ワードクロック出力 )

に必ずロックされなければなりません。 

ワードクロックはシンクロのみに使用されるので、デジタルデータは伝送しません。 

 

dCS Vivaldi Upsampler User Manual Software Issue 1.0x 
 August 2012 
  

 
Filename: Vivaldi Upsampler Manual v1_0x.docx Page 23  English version  

 Word Clock Input / Output 

Either of the two Word Clock In connectors (Q & R) will accept standard word clock from the source 
equipment or a master clock at 32, 44.1, 48, 88.2, 96, 176.4 or 192kHz. The clock frequency MUST be 
an exact multiple of the data rate, otherwise the system will default to Audio sync. Use the 
Settings>Sync mode menu page (see page 28) to lock the selected input to the selected external word 
clock. The source MUST be locked to the same clock, otherwise the system will not be locked and 
periodic clicks will be heard on the outputs.  

The two Word Clock Inputs may be used individually, but to make operation easier, the Vivaldi 
Upsampler’s Sync mode menu page features a Word Clock1 / Word Clock2 Auto mode. In this mode 
you can connect a 44.1, 88.2 or 176.4kHz word clock to Word Clock In1 and a 48, 96 or 192kHz word 
clock to Word Clock In2. With a source connected to another feed from the same Clock, the 
Upsampler can select the correct clock frequency. 

The Word Clock Out connector (S) carries word clock as follows: 

x Single wire output – Word Clock Output frequency is the same as the sample rate. 
x Dual AES output 88.2 to 192kS/s - Word Clock Output frequency is 0.5 x the sample rate. 
x Dual AES output 352.8 or 384kS/s - Word Clock Output frequency is 0.25 x the sample rate. 
x DSD output mode - Word Clock Output frequency is 44.1kHz. 

Word Clock is used for synchronisation only, it does not carry digital data. 

 

 Network Interface 

The Network connection on an RJ45 socket (U) acts as a UPnPTM renderer, streaming music data 
from a NAS drive or a local computer over a standard Ethernet network. The Upsampler can stream 
music files at up to 24 bits / 192kS/s under the control of a dCS Vivaldi App running on a suitable iPad, 
iPhone, iPod Touch, Android device, Windows PC or Mac OSX PC (see page 17). The Upsampler will 
also pass through DSD data packaged in DoP format to the outputs.  

 

 USB Interfaces 

Both USB interfaces operate in True Asynchronous USB mode, which makes the Vivaldi Upsampler 
immune to clock jitter from the computer / sound server. The Upsampler uses its own internal clock or 
locks to the Master Clock connected to one of the Word Clock inputs. Feedback through the USB 
cable to the computer controls the data delivery rate. 

The USB1 interface on a ‘B’ type connector (V) will accept PCM data at up to 24 bits / 192kS/s from a 
Windows™ PC, Apple Mac™ PC or sound server equipped with a suitable USB2.0 interface. The 
interface will also accept DSD data packaged in DoP format.  

!
 

We have tested this interface with several common formats running on Windows™ 7, 
Windows™ Vista (SP2), Windows™ XP (SP3) and Apple Mac™ OSX 10.5 & 10.6 with 
various PCM streaming programs but we cannot accept responsibility for correct 
operation with all source devices, operating systems or software. 

!
 

The Settings > USB Class menu page can set the interface to Class 1 (up to 96kS/s 
without a special driver) or Class 2 (up to 192kS/s, no driver is required for OSX 10.6.3 
onwards, the dCS USB Class 2 driver is required for Windows). 

The USB2 interface (W) on an ‘A’ type connector can stream PCM music files in most popular formats 
at up to 24 bits / 192kS/s from a USB Flash Drive. The interface will also accept DSD data packaged 
in DoP format streamed from a Flash Drive and pass it through on the Dual AES interface. With a 
Flash Drive connected, a basic browser (see page 16) navigates to the music files and selects the file 
to be played. After closing the browser, the name of the file is displayed, with a Play or Pause icon, the 
elapsed playing time and the track name. 

RJ45 ソケットは誤って違うタイプのコネクター（USB タイプ B, A など）を差し込むと破損することがあ

ります。そのため、このコネクターを使用しない場合には、ダストカバーを付けたままにしておいてく

ださい。 

 

ワードクロック入出力 

 

2系統のWord Clock In (ワードクロック入力) 端子(R)はソース機器またはマスタークロックからの 32、44.1，48，

88.2，96，176.4，192kHzの標準ワードクロックを受取ります。クロック周波数はデータレートの正確な倍数でなくて

はなりません。そうでないと、システムはロックしません。Settings>Sync modeメニューページによって、選択

された入力に外部クロックをロックさせます。ソースは同じクロックにロックする必要があります。そうしないとシ

ステムはロックされていない状態となり、出力から間隔を置いてクリックノイズが出てきてしまいます。 

 
  
 
 
 
 
 
 
 
 
 
 
 
 

ネットワークインターフェィス 

 
RJ45ソケット(T)のネットワークメイン接続により、DAC はローカルネットワークおよび複数のインターネットサー

ビスから音楽データをストリーミングできます。DAC は、適切なモバイルデバイスで実行されている dCS Mosaic 

Control （別紙参照）の制御下で最大24ビット/384kS/s または DSD/64およびDSD/128で音楽ファイルをストリ

ーミングできます。ネットワークインターフェースはエィシンクロノスモードで動作し、電気的に絶縁されていま

す。 

 

もう一つのRJ45ソケット（S）のネットワークループ接続は、将来の拡張用であり、現時点ではその使用はサポー

トされていません。 

 
  
 
 
 
 
 
 
 
 
 
 

ワードクロック入力は個別にも使用できます。操作を簡単にするために DAC の Sync mode (同

期モード)メニューページは Auto (オート)モードを持っています。このモードで、44.1kHzのワード

クロックとWord Clock In1 (ワードクロック入力1)を、また 48kHzをWord Clock In2 (ワードクロック

入力２) とを接続することが出来ます。他のソース機器が同じクロックと接続されていてもアップ

サンプラーは正しいクロック周波数を選別します。 
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IR赤外線リモートレシーバー 

第２のIRリモートレシーバー(U)はRS232の代替として、家庭オートメーションシステム用に使用する目的で

設けてあります。 

 

 
 
 
 
RS232 インターフェイス 

RS232(V)インターフェィスは 2種類のモードに対応し、Unit Settings > RS232 メニューページによって設定さ

れます。 

 

・ dCS において、製品検査する場合、リモートコントロールされる時に使用される 2進法モード。 

・   家庭自動システムで使用するときのテキストモード。ボードレートは115200です。このモードをご使用にな

りたい場合、利用できるコマンドリストを確認するために、HELP コマンドを送って下さい。 

 

このインターフェィスにはストレートケーブル、ピン 1はピン１と接続しているワイヤーを使用して下さい。 

 

ピンコネクターは次の通り 

・ ピン２ - dCS ユニットトランスミット 

・ ピン３ - dCS ユニットレシーブ 

・ ピン５ - グラウンド 

・ シェル - ケーブルスクリーンとドレイン 

 

RS232 は DAC と Rossini クロックとを接続するとループコネクターとなり、パワーリンクとして作動します。 

２機のユニットが同時にパワーオン・オフします。 

 

AC 入力 

AC パワーは IEC320(W)に接続され、2極パワースイッチによって絶縁され、フューズで保護されています。 

 

 

ラベル 

ラベル(X)はシリアル番号、使用電圧が表示されています。シリアル番号はお問い合わせなどにお知らせいただ

きます。 
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メニュー 

The STEP > button moves along the menu, the STEP < button moves back.
MENU Press the MENU button to set a menu option or change options.

Information ► Unit Status ► Version ► Contact ► Update

Audio 
Settings ► Phase ► Filter ► DSD Filter ► Channel 

Swap ► Balance

Changes the 
output phase 

for both 
channels.

Selects an 
optional filter 

if available

Selects a 
DSD filter.

Reverse the 
Left and Right 

outputs 

Allows 
Balance 

adjustment by 
rotary control

Unit 
Settings ► Sync Mode ► Mapper ► Output 

Level ► Dual AES ► USB Class ► Buffer ► Upsampling ►

Sets the clock 
source for the 
selected input.

Sets the 
mapping 

system for the 
Ring DAC.

Sets the 
analogue 

output levels.

Enables Dual 
AES operation

Selects USB 
Class 1 

(24/96) or 
Class 2 
(24/384)

Buffers the 
data to reduce 

clicks when 
the input rate 

changes.

Allows DSD 
upsampling.

Displays the 
unit status.

Displays the 
software 
issues.

Displays dCS 
contact details.

Loads new 
software from 
a dCS update 

disc.

Config ► Lock ► Save ► Restore ► Reset 
Names ► Factory 

Reset
RS232 
Mode ◄

Locks some 
important 
settings.

Saves the 
current config 

to memory.

Loads the 
previously 

saved config 
from memory.

Resets the 
user-selected 
input names 
to standard.

Restores 
standard 
factory 
settings.

Select RS232 
Text Mode or 
Binary Mode.

Display 
Settings ► Brightness ► Display 

On/Off ► Logo

Sets the 
display 

brightness.

Turns the 
main display 

on/off.

Turns the dCS 
Logo 

illumination 
on/off

Signal 
Generator ► Channel 

Check ► Phase 
Check ► Burn In

Outputs tone 
on L channel 
only then R 

channel only.

Outputs noise 
on both 

channels then 
inverts R.

Outputs 
modulated 

pink noise to 
burn-in your 

system.
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ボタンによって必要なメニューのハイライトに進みます。そこでメニューボタンを押すとそのメニューが選択出

来ます。次のメニューのレベルダウンが表示されます。 によって必要なメニューページに進み、メニューボタ

ンによって情報、または設定変更が表示されます。 

 

dCS Vivaldi DAC User Manual Software Issue 1.0x 
 July 2012 
  

 
Filename: Vivaldi DAC Manual v1_0x.docx Page 26 English version 

 Using the Menu 

The menu gives the user access to a range of additional features. It also allows new features and 
performance enhancements to be added later by software updates. 

The menu is controlled by four buttons. 

x Press the Menu button to open the menu or select a setting. 
x Press the Ź button to page forward through the menu. 
x Press the Ż button pages backward through the menu. 
x Press the Power button to close the menu or just wait 10 seconds. 

 

Use the Menu Guide sheet to help you find the right menu page.  

Each unit in the range has either three or four top-level menu pages: 

 

The INFORMATION menu gives unit set-up details, software issues, serial number and 
contact details.  

 
Each model has a different SETTINGS menu, which allows you to set some features that 
are not directly accessible from the front panel. 

 
The DISPLAY SETTINGS menu is used to adjust the display. 

 
The SIGNAL GENERATOR menu (featured on the Transport, Upsampler and DAC only) 
contains test and set-up routines. 

 

Use the Ź button to move the blue highlight to the menu you want, then press the Menu button to 
select it. The next menu level down is displayed. Use the Ź button to move the highlight to the menu 
page you want, then press the Menu button to display the information or change the setting. 

 
Select the return icon to go back to the previous menu level. 
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前のメニューレベルに戻すためのアイコン 

 

メニューを使う 

メニューは追加的な多くの特色を設定するために使用します。また後日最新のソフトウェアをインストールすると

きにも使用します。 

dCS Mosaic Control は、オーディオとユニットの設定の制御、製品情報へのアクセス、ファームウェアの更新の確認にも使

用できます。 

メニューは 4つのボタンによって制御できます。 

・ Menuボタンでメニューを開く、またはセッティングを選択 

・ ボタンによってメニューのページめくり 

・ ボタンによってメニューのページ戻り。 

・ POWERボタンによってメニューを閉じる、または 10秒でタイムアウト 

・ DAC メニューが開いているときには、ロータリーコントロールによってメニューを進めたり、戻ったりすること

ができます。 

 
 

 

 

メニューページのトップには次のアイコンが用意されています。 
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 INOFORMATION(情報)メニュー。セットアップの詳細、ソフトウェアバージョン、シリアル番号、通信

先。 

 

 

AUDIO SETTINGSメニュー。フロントパネルから直接アクセスできないメニューを設定できます。 

 システムに適合する SETTING 設定メニューを用意しています。 

 

 CONFIGURATION は、重要な設定をロックします。標準設定は、本機に保存されており､本機をリ

セットします。 

 DISPLAY SETTING ディスプレイ調整メニュー 

 

 SIGNAL GENERATOR（信号発振）テスト信号とセットアップチェック用 
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Unit Status (使用機器の現状)を表示 

・ ハードウェアのコードを含むフルシリアル番号。 

・ ユニット名称 

・ ユニットの IP アドレス（ネットワークに接続されている場合） 

・ 各ワードクロック入力と入力で検知されるクロック周波数 

・ それぞれの入力で検知されるサンプルレート 

・ MQA データについてはレンダリングされた最終サンプルレート 

・ 内部温度。（℃） 

 ボタンでスクロールします。このページはタイムアウトしません。退出するにはメニュー

ボタンを押します。 

Mosaic Control location:  SETTINGS > SUPPORT > Status 
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 INFORMATION Menu 

 
 
 

 

The Unit Status page displays: 

x The long version of the serial number, including the hardware configuration code. 
x Each input and the sample rate detected on that input. 
x Each Word Clock input and the clock frequency detected on that input. 
x Internal temperature ....qC 
 

Use the Ż Ź buttons to scroll up or down the list. This page does not time out, press the 
Menu button to exit. 

 
 

If your system is not behaving as you expect, the Unit Status pages can help you find 
set-up or connection errors. 

 

 

The Version page displays the software versions loaded in the unit. Please have this 
information ready if you contact your dealer for any reason. This page does not time out, 
press the Menu button to exit. 

 

 

The Contact page displays dCS web-site URL and support email address. This page 
does not time out, press the Menu button to exit. 

If you have any difficulty, please contact your dealer for help first. 
 

 

The Update feature allows you to load new software into your system from any 
STANDARD CD player / transport or from a computer streaming bit-perfect data via the 
USB interface. Note that some non-Red-Book CD transports change the digital data and 
cannot be used to download new software. Please follow the instructions supplied with 
the update disc carefully. 

!  

If you accidentally start an Update, switch off the unit at the back panel switch, wait 10 
seconds, then switch on again. The software will not have been changed. 
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Version(バージョン) ソフトウェアバージョンを表示。販売店などにお問い合わせの際にはこちら

からの情報をお伝え下さい。このページはタイムアウトしません。 

・ メイン： 2.0x （メインソフトウェアバージョン） 

・ Network: Vxx  ネットワークファームウェアの制作コード。 

このページはタイムアウトしませんので、メニューMenuボタンを押して退出します 

Mosaic Control location:  SETTINGS > SUPPORT > Versions 
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 INFORMATION Menu 

 
 
 

 

The Unit Status page displays: 

x The long version of the serial number, including the hardware configuration code. 
x Each input and the sample rate detected on that input. 
x Each Word Clock input and the clock frequency detected on that input. 
x Internal temperature ....qC 
 

Use the Ż Ź buttons to scroll up or down the list. This page does not time out, press the 
Menu button to exit. 

 
 

If your system is not behaving as you expect, the Unit Status pages can help you find 
set-up or connection errors. 

 

 

The Version page displays the software versions loaded in the unit. Please have this 
information ready if you contact your dealer for any reason. This page does not time out, 
press the Menu button to exit. 

 

 

The Contact page displays dCS web-site URL and support email address. This page 
does not time out, press the Menu button to exit. 

If you have any difficulty, please contact your dealer for help first. 
 

 

The Update feature allows you to load new software into your system from any 
STANDARD CD player / transport or from a computer streaming bit-perfect data via the 
USB interface. Note that some non-Red-Book CD transports change the digital data and 
cannot be used to download new software. Please follow the instructions supplied with 
the update disc carefully. 

!
 

If you accidentally start an Update, switch off the unit at the back panel switch, wait 10 
seconds, then switch on again. The software will not have been changed. 

 

  

  

 

Contact ページ。dCS ホームページとe-mail アドレス。このページはタイムアウトしません。

退出するにはメニューMenuボタンを押します。 

製品に対するお問い合わせは、まず販売店へお願いいたします。 
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Rossini APEX DACはdCS Mosaic Controlを使用してインターネット経由でアップデートが出来る

ようになっています。これが一番簡単で安全な方法です。 

今後、すべてのバージョンで CD アップデートファイルを利用出来るようにすることはお約束で

きません。 

Mosaic Control location:  SETTINGS > SUPPORT > Versions > Check for updates 

 

 誤ってアップデートをスタートさせてしまった場合、リアパネルのメインスイッチをオフにして 

10秒ほど待ち、再びスイッチを入れます。ソフトウェアは変更されません。 

 

INFORMATION メニュー 
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もしシステム操作がご希望と異なっている場合、ユニット状況ページが設定エラーや接続エラー

などを発見するのに役立ちます。 
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オーディオ設定メニュー 
 

位相 

 

 

Phase 位相： アナログ出力の位相が正相。 

  
逆相表示。逆相で録音された音楽の正しい位相が設定できます。パワーアップ時には正相にな

ります 

Mosaic Control location:  SETTINGS > SYSTEM TEST 

 

フィルター 

 

 

 

 

 

 

 

 

Rossini DACは、PCM用とDSD用の2セットのデジタルフィルターを備えています。 PCMフィル

ターは、ユニットが PCM データを受信しているときに適用されます。フィルターは個人的な選択

です。 

DAC は、サンプルレートごとに設定された最後のフィルターを記憶します。 

DSD モードには 5 つのフィルターがあり、最初の 4つのフィルターはナイキストイメージ除去と

位相応答の間で異なるトレードオフを提供します。Filter 1 は（不要な）ナイキスト画像の除去が

最も良く、ロールオフが最もシャープであるため、4 種類のフィルター中では、トランジェント応答

が最も悪くなります。Filter 2 、  3、4 では、イメージの除去が次第に緩和され、過渡応答が次

第に改善されます。 Filter 2 はオーケストラ音楽によく使用され、Filter 3 と Filter 4 はロックミュ

ージックに使用されます。 

ソースデータレートが 176.4、192、352.8、または 384kS / s の場合、2 つの追加フィルターを使用

できます。Filter 5 はガウス応答（過渡時のオーバーシュートがなく、ロールオフが緩和されてい

ます）、Filter 6 は非対称タイプ（プリリンギングがほとんどない）です。 

44.1kS / s の操作用に 2 つの追加フィルターもあります。Filter 5 は、非線形位相でプリリンギン

グのない非対称設計です。Filter 6 は、線形位相とプリリンギングを持つ新しいシャープなフィル

ターです。それらを試して、お好みで決めてください。 

MQA形式のデータを受信およびデコードする際、6つの他のフィルターに加えて Filter M1 を選

択できます。これはMQAの推奨フィルターです。 MQAフィルター設定は、追加のサンプルレー

トであるかのように個別に保存されます。 

Mosaic Control location:  SETTINGS > AUDIO > dCS Processing Platform 

 
DSD フィルター 

 

 

 

 

DSD フィルターは本機が DSD データを、または DSD にアップサンプル機能が操作しているとき

に使えます。データを受け取っているときに動作します。PCM アップサンプル時には両方のフィ

ルターが動作しています。 

DSD モードには 5 つのフィルターがあり、最初の 4つのフィルターは帯域外ノイズレベルを徐々

に減らします。Filter 1 は通常の設定です。最も広い帯域幅（DSD/64 の場合は９０ｋＨｚ）と最高レ

ベルの帯域外ノイズを提供します。これで音が硬い、きついと思われたら、Filter 2 または 

Filter 3をお試しください。数字が上がるにつれ帯域外ノイズが少なくなります。 Filter 4は主にト

ラブルシュートに使用する目的で作られたもので、DSD/64 では 25kHz 以上の帯域外ノイズをシ

ャープに切り落とし、帯域外ノイズを最小限にします。Filter 5 のロールオフは穏やかで、位相応

答はより滑らかです。これにより、帯域外ノイズの多くも除去されます。 

Mosaic Control location:  SETTINGS > AUDIO > dCS Processing Platform 
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クロスフィード (dCS Expance エクスパンス) 
クロスフィードとは、ステレオ オーディオ録音の左右のチャンネルをブレンドして、ヘッドフォンで再生したときに

より自然な音場で聴けるように再生するプロセスです。 最適なクロスフィード設定は、聴いている音楽によって

異なる場合がありますので、さまざまな設定をテストすることをお勧めします。 

dCS Expanse（エクスパンス）は、特許取得処理アルゴリズムです。 異なる処理フィルターを適用して、E1 と E2 

の 2 つの異なる応答を返します。 Expanse を使用すると、すべてのリスナーにオリジナルの録音に忠実な独

自のヘッドフォン リスニング体験が提供されます。これによって、レコード製作者がモニターした音により近づ

けることができます。 

 

 クロスフィードOFF： 

2 つのオーディオ チャンネルは、通常の方法でヘッドフォンに伝送されます。 

 クロスフィードON： 

1 つのチャンネルからの信号の一部がフィルター処理され、左右のチャンネルと混合されて、ス

ピーカーを室内で聴いているような音場を目指しています。 

 Expanse E1： 

異なる処理フィルターを使用するクロスフィード処理アルゴリズム。 

 Expanse E２： 

異なる処理フィルターを使用するクロスフィード処理アルゴリズム。 

  

Mosaic Control location:  SETTINGS > SYSTEM TEST 

 

 

Ch Swap チャンネル交替 

 

 

 

 

 

 

チャンネルが交換された場合。接続ミスの発見に便利です。Channel Check チャンネルチェッ

クには影響を与えません。 

 

Mosaic Control location:  SETTINGS > SYSTEM TEST 

 
Balance バランス調整 

 
 

Balance バランス ロータリーコントロールで各チャンネルとも 0dB から-6dB の範囲で、0.1dB

きざみのバランス調整ができます。それ以上はミュートとなります。(-¥) 

バランス調整はメニューページを閉じる、またはメニュー(Menu)ボタンを押すと終了します。 

リモコンによってお聴きになる位置で調整なさると良いでしょう。 

 

Mosaic Control location:  SETTINGS > DEVICE 

 

 

 

Channel Swap 出力チャンネルを交換します。これは出力チャンネルがノーマルの場合。 
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Audio オーディオ： DAC は選択したデジタル入力に接続されたデータストリームからクロック信号

を抽出し、ロックします。この設定は、適切なワードクロック入力が無いソースに使用します。この配

置では最高のジッター性能または最良の音質は得られません。なお、 USB およびネットワーク入

力は Audio Sync. には設定できません。 

 Master マスターモード： このモードはマスタークロックが使用できない非同期 USB およびネット

ワーク入力の通常モードです。 DAC は独自の内部クロックを使用して、内部DAC を制御し、デー

タパケットの配信を調整します。この状況では、DAC はソースデバイスとして機能しています。 

マスターモードでAESまたはSPDIF入力を使用する場合、DACは再び内部クロックを使用してDACを制

御し、ワードクロック出力でクロック信号を出力します。正しいマスターモードで動作するには、ソースのワー

ドクロック入力を DAC のワードクロック出力にロックする必要があります。これにより、ソースが正しいレートで

データを配信していることが保証されます。 

Word Clock 1-2 Auto オート： このモードはデータレートがよく変更される、コンピューターオー

ディオシステムを使用するときの便利な設定です。Word Clock In1を44.1、88.2，176.4のいずれか

に設定したクロックと接続、Word Clock In2 には 48、96，192kHzに設定したクロックとを接続。アッ

プサンプラーのクロック接続も同様に。サンプルレートが変わったとき、DACは自動的にデータと同

期するワードクロック周波数を選択します。選択されたワードクロックが表示されます。 

Word Clock In1 ワードクロック入力1:  DAC は Word Clock In1 に接続している外部クロックと

ロック 

 
Word Clock In 2 ワードクロック入力2:  DAC は Word Clock In2 に接続している外部クロックと

ロック 

 
Mosaic Control location:  SETTINGS > DEVICE データと同期しているワードクロックを発見できない場合、DACはAudio オーディオモードに戻り、

アイコンが赤く表示されます。 

 

マッパーMapper は、データを Ring DACTMコアに提示する方法を制御します。現在、3つのマッ

パーオプションがあります。 

MAP1 は新しいデフォルトのマッパーです。 5.644または 6.14MHz で Ring DACTMコアを駆動し

ます。 

MAP2 は、Vivaldi DAC および Rossini のすべての 1.xxバージョンで使用されているクラシックマッ

パーデザインで、過去20年以上dCSで使用されていたデザインに基づいています。 2.822または

3.07MHz で Ring DACTMを駆動します。 

MAP3 は、5.644または 6.14MHz でも動作する代替設計です。 

私たちのリスニングテストでは、MAP1 が最も音楽的な結果をもたらすと結論付けましたが、お好

みでご使用ください。 

 
Mosaic Control location:  SETTINGS > AUDIO > dCS Processing Platform 

ユニット設定メニュー 

Sync Mode シンクロモード   
このページでは選択されているデジタル入力のクロッキングを設定します。DAC は各デジタル入力の Sync 
Mode (同期モード)設定を個別に記憶します。オプションは以下の通りです。 

  
 
 
 
 
  
  
 
 
   
 
 
 
 
 
 
 
      

 

 

 

 

  
 

マッパー 
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 SETTINGS Menu 

 Sync Mode – this page sets the clocking for the digital input that is currently selected. 
The DAC remembers the Sync Mode setting separately for each digital input. The 
options are:  

 

Audio – The DAC extracts the clock from the data stream connected to the selected 
digital input and locks to it. Use this setting for sources that do not have a suitable Word 
Clock input. This arrangement does NOT give the best jitter performance or the best 
sound quality. 

 

 

 

Master – The DAC uses its own stable 44.1kHz clock and outputs the same clock on the 
Word Clock Output, so that the source can lock to the DAC. For correct master mode 
operation, the source equipment MUST be locked to the DAC. This is the recommended 
setting if you have a Vivaldi Transport, but not a Vivaldi Clock.  

If the data rate is not 44.1, 88.2, 176.4 or 352.8kS/s or DSD, Master Mode is not 
available. The icon turns red and the DAC defaults to Audio sync. 

!
 

The SDIF input cannot be set to Master mode unless the DAC is locked to a 44.1 or 
88.2kHz word clock connected to Word Clock In1. 
 

 

Auto – This mode is designed for easy operation with a Vivaldi Clock, Upsampler and 
computer, where the data rate may keep changing. Connect the Word Clock In1 input 
to a Clock output set to 44.1 or 88.2 or 176.4kHz and connect the Word Clock In2 input 
to a Clock output set to 48, 96 or 192kHz. The Upsampler’s Word Clock inputs should be 
connected similarly. When the sample rate changes, the DAC and Upsampler will 
automatically select a Word Clock frequency that is synchronous with the data. The 
selected word clock is displayed. 

 
 

 
 

 

Word Clock In1  – The DAC locks to an external clock connected to Word Clock In1.  
 

Word Clock In 2  – The DAC locks to an external clock connected to Word Clock  In2. 
 

Word Clock In 3  – The DAC locks to an external clock connected to Word Clock In3. 

 
If the DAC cannot find a word clock that is synchronous with the data, it will default to 
Audio sync and display the “Bad Clock” icon. 

 

 

 

Output Level - sets the full scale output level to 2V rms or 6V rms. When you set up 
your system, choose the Output Level setting that gives a comfortable listening level with 
the Volume set between –10dB and –30dB. The difference between the two settings is 
about 10dB. 
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connected similarly. When the sample rate changes, the DAC and Upsampler will 
automatically select a Word Clock frequency that is synchronous with the data. The 
selected word clock is displayed. 

 
 

 
 

 

Word Clock In1  – The DAC locks to an external clock connected to Word Clock In1.  
 

Word Clock In 2  – The DAC locks to an external clock connected to Word Clock  In2. 
 

Word Clock In 3  – The DAC locks to an external clock connected to Word Clock In3. 

 
If the DAC cannot find a word clock that is synchronous with the data, it will default to 
Audio sync and display the “Bad Clock” icon. 

 

 

 

Output Level - sets the full scale output level to 2V rms or 6V rms. When you set up 
your system, choose the Output Level setting that gives a comfortable listening level with 
the Volume set between –10dB and –30dB. The difference between the two settings is 
about 10dB. 
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 SETTINGS Menu 

 Sync Mode – this page sets the clocking for the digital input that is currently selected. 
The DAC remembers the Sync Mode setting separately for each digital input. The 
options are:  

 

Audio – The DAC extracts the clock from the data stream connected to the selected 
digital input and locks to it. Use this setting for sources that do not have a suitable Word 
Clock input. This arrangement does NOT give the best jitter performance or the best 
sound quality. 

 

 

 

Master – The DAC uses its own stable 44.1kHz clock and outputs the same clock on the 
Word Clock Output, so that the source can lock to the DAC. For correct master mode 
operation, the source equipment MUST be locked to the DAC. This is the recommended 
setting if you have a Vivaldi Transport, but not a Vivaldi Clock.  

If the data rate is not 44.1, 88.2, 176.4 or 352.8kS/s or DSD, Master Mode is not 
available. The icon turns red and the DAC defaults to Audio sync. 

!
 

The SDIF input cannot be set to Master mode unless the DAC is locked to a 44.1 or 
88.2kHz word clock connected to Word Clock In1. 
 

 

Auto – This mode is designed for easy operation with a Vivaldi Clock, Upsampler and 
computer, where the data rate may keep changing. Connect the Word Clock In1 input 
to a Clock output set to 44.1 or 88.2 or 176.4kHz and connect the Word Clock In2 input 
to a Clock output set to 48, 96 or 192kHz. The Upsampler’s Word Clock inputs should be 
connected similarly. When the sample rate changes, the DAC and Upsampler will 
automatically select a Word Clock frequency that is synchronous with the data. The 
selected word clock is displayed. 

 
 

 
 

 

Word Clock In1  – The DAC locks to an external clock connected to Word Clock In1.  
 

Word Clock In 2  – The DAC locks to an external clock connected to Word Clock  In2. 
 

Word Clock In 3  – The DAC locks to an external clock connected to Word Clock In3. 

 
If the DAC cannot find a word clock that is synchronous with the data, it will default to 
Audio sync and display the “Bad Clock” icon. 

 

 

 

Output Level - sets the full scale output level to 2V rms or 6V rms. When you set up 
your system, choose the Output Level setting that gives a comfortable listening level with 
the Volume set between –10dB and –30dB. The difference between the two settings is 
about 10dB. 
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 SETTINGS Menu 

 Sync Mode – this page sets the clocking for the digital input that is currently selected. 
The DAC remembers the Sync Mode setting separately for each digital input. The 
options are:  

 

Audio – The DAC extracts the clock from the data stream connected to the selected 
digital input and locks to it. Use this setting for sources that do not have a suitable Word 
Clock input. This arrangement does NOT give the best jitter performance or the best 
sound quality. 

 

 

 

Master – The DAC uses its own stable 44.1kHz clock and outputs the same clock on the 
Word Clock Output, so that the source can lock to the DAC. For correct master mode 
operation, the source equipment MUST be locked to the DAC. This is the recommended 
setting if you have a Vivaldi Transport, but not a Vivaldi Clock.  

If the data rate is not 44.1, 88.2, 176.4 or 352.8kS/s or DSD, Master Mode is not 
available. The icon turns red and the DAC defaults to Audio sync. 

!
 

The SDIF input cannot be set to Master mode unless the DAC is locked to a 44.1 or 
88.2kHz word clock connected to Word Clock In1. 
 

 

Auto – This mode is designed for easy operation with a Vivaldi Clock, Upsampler and 
computer, where the data rate may keep changing. Connect the Word Clock In1 input 
to a Clock output set to 44.1 or 88.2 or 176.4kHz and connect the Word Clock In2 input 
to a Clock output set to 48, 96 or 192kHz. The Upsampler’s Word Clock inputs should be 
connected similarly. When the sample rate changes, the DAC and Upsampler will 
automatically select a Word Clock frequency that is synchronous with the data. The 
selected word clock is displayed. 

 
 

 
 

 

Word Clock In1  – The DAC locks to an external clock connected to Word Clock In1.  
 

Word Clock In 2  – The DAC locks to an external clock connected to Word Clock  In2. 
 

Word Clock In 3  – The DAC locks to an external clock connected to Word Clock In3. 

 
If the DAC cannot find a word clock that is synchronous with the data, it will default to 
Audio sync and display the “Bad Clock” icon. 

 

 

 

Output Level - sets the full scale output level to 2V rms or 6V rms. When you set up 
your system, choose the Output Level setting that gives a comfortable listening level with 
the Volume set between –10dB and –30dB. The difference between the two settings is 
about 10dB. 
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 SETTINGS Menu 

 Sync Mode – this page sets the clocking for the digital input that is currently selected. 
The DAC remembers the Sync Mode setting separately for each digital input. The 
options are:  

 

Audio – The DAC extracts the clock from the data stream connected to the selected 
digital input and locks to it. Use this setting for sources that do not have a suitable Word 
Clock input. This arrangement does NOT give the best jitter performance or the best 
sound quality. 

 

 

 

Master – The DAC uses its own stable 44.1kHz clock and outputs the same clock on the 
Word Clock Output, so that the source can lock to the DAC. For correct master mode 
operation, the source equipment MUST be locked to the DAC. This is the recommended 
setting if you have a Vivaldi Transport, but not a Vivaldi Clock.  

If the data rate is not 44.1, 88.2, 176.4 or 352.8kS/s or DSD, Master Mode is not 
available. The icon turns red and the DAC defaults to Audio sync. 

!
 

The SDIF input cannot be set to Master mode unless the DAC is locked to a 44.1 or 
88.2kHz word clock connected to Word Clock In1. 
 

 

Auto – This mode is designed for easy operation with a Vivaldi Clock, Upsampler and 
computer, where the data rate may keep changing. Connect the Word Clock In1 input 
to a Clock output set to 44.1 or 88.2 or 176.4kHz and connect the Word Clock In2 input 
to a Clock output set to 48, 96 or 192kHz. The Upsampler’s Word Clock inputs should be 
connected similarly. When the sample rate changes, the DAC and Upsampler will 
automatically select a Word Clock frequency that is synchronous with the data. The 
selected word clock is displayed. 

 
 

 
 

 

Word Clock In1  – The DAC locks to an external clock connected to Word Clock In1.  
 

Word Clock In 2  – The DAC locks to an external clock connected to Word Clock  In2. 
 

Word Clock In 3  – The DAC locks to an external clock connected to Word Clock In3. 

 
If the DAC cannot find a word clock that is synchronous with the data, it will default to 
Audio sync and display the “Bad Clock” icon. 

 

 

 

Output Level - sets the full scale output level to 2V rms or 6V rms. When you set up 
your system, choose the Output Level setting that gives a comfortable listening level with 
the Volume set between –10dB and –30dB. The difference between the two settings is 
about 10dB. 

 
 

 

Output Level 出力レベル：このページでは、フルスケール出力レベルを 6V、2V、0.6V、0.2V 
rms に設定して、DAC の出力レベルをアンプ、スピーカー、および部屋に合わせることができます。 

システムをセットする際に、Output Level によって音量を–10dB〜–30dB の間に設定して快適なリ

スニングレベルが得られる出力レベルを設定して下さい。この 2 つの設定の差は約10dB です。 

低い設定は、送信デバイスによって設定される音量が非常に大きくなる可能性があるため、アンプを直接駆

動し、AirPlay を使用しているときの事故を防ぐためのものです。 

Mosaic Control location:  SETTINGS > AUDIO > Output 
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 SETTINGS Menu 

 Sync Mode – this page sets the clocking for the digital input that is currently selected. 
The DAC remembers the Sync Mode setting separately for each digital input. The 
options are:  

 

Audio – The DAC extracts the clock from the data stream connected to the selected 
digital input and locks to it. Use this setting for sources that do not have a suitable Word 
Clock input. This arrangement does NOT give the best jitter performance or the best 
sound quality. 

 

 

 

Master – The DAC uses its own stable 44.1kHz clock and outputs the same clock on the 
Word Clock Output, so that the source can lock to the DAC. For correct master mode 
operation, the source equipment MUST be locked to the DAC. This is the recommended 
setting if you have a Vivaldi Transport, but not a Vivaldi Clock.  

If the data rate is not 44.1, 88.2, 176.4 or 352.8kS/s or DSD, Master Mode is not 
available. The icon turns red and the DAC defaults to Audio sync. 

!
 

The SDIF input cannot be set to Master mode unless the DAC is locked to a 44.1 or 
88.2kHz word clock connected to Word Clock In1. 
 

 

Auto – This mode is designed for easy operation with a Vivaldi Clock, Upsampler and 
computer, where the data rate may keep changing. Connect the Word Clock In1 input 
to a Clock output set to 44.1 or 88.2 or 176.4kHz and connect the Word Clock In2 input 
to a Clock output set to 48, 96 or 192kHz. The Upsampler’s Word Clock inputs should be 
connected similarly. When the sample rate changes, the DAC and Upsampler will 
automatically select a Word Clock frequency that is synchronous with the data. The 
selected word clock is displayed. 

 
 

 
 

 

Word Clock In1  – The DAC locks to an external clock connected to Word Clock In1.  
 

Word Clock In 2  – The DAC locks to an external clock connected to Word Clock  In2. 
 

Word Clock In 3  – The DAC locks to an external clock connected to Word Clock In3. 

 
If the DAC cannot find a word clock that is synchronous with the data, it will default to 
Audio sync and display the “Bad Clock” icon. 

 

 

 

Output Level - sets the full scale output level to 2V rms or 6V rms. When you set up 
your system, choose the Output Level setting that gives a comfortable listening level with 
the Volume set between –10dB and –30dB. The difference between the two settings is 
about 10dB. 

 
 

 

Off オフ：デュアル AES モード解除。AES 入力×2 はシングル AES データを受け取ります。 

On オン：デュアル AES モードは、入力ボタンまたはリモコンで手動で選択できます。 

Auto オート：ユニットはデジタルデータ内のフォーマットフラグを検出し、必要に応じて AES1 お

よび 2 入力をシングルAES またはデュアルAES モードに自動的に設定します。これは通常の設

定です。データの形式フラグが間違っている場合は、正しい設定を手動で選択する必要があるこ

とに注意してください。 

Mosaic Control location:  SETTINGS > DEVICE 

ユニットがクラス2 (Class 2) に設定された場合には、USB1インターフェイスはWindows PCに

よって検知されません。このための適切なドライバーはありません。 

USB クラス設定を変更する場合には、ストリーミングの演奏を止めて、プログラムを閉じること

を推奨します。 

 

 

出力レベル 

  
 
 
 

  
 
 
 
 
 

デュアル AES 

: この設定により、AES1 と AES2 とを一緒に使用し、高次サンプルレート（88.2, 96, 176.4, 192, 

352.8, 384kS/s ）またはデュアル AES経由の DSD/64およびDSD/128の PCMデータを受け容れることができ

ます。ソース機器によっては 2系統の AES 出力がデュアル AES データとして作動しないものもありますのでご

注意下さい。 

 
 
  

  

  
 
 
 
 

USB クラス 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
 

 

 

Class 1(クラス 1)に設定すると、USB1 インターフェイスは Mac OSX 10.5 以降または最大

96kS/s のサンプルレートのWindows PC で動作します。 

Class 2(クラス2)に設定すると、USB1インターフェイスはMac OSX 10.11以降で最大384kS/s,

または DSD/128までのサンプルレートで動作します。Windows PC の場合には dCS USB ク

ラス２ドライバーのインストールが必要です。 

Mosaic Control location:  SETTINGS > DEVICE 

異なる USB クラスを設定した後に、10秒間で USB ソフトウェアがロードされます。 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Buffer –Onに設定すると､デジタルデータはRing DACに遅延して届きます。これは標準設定で

す。遅延は44.1kS/sの場合は0.72秒､182kS/sの場合には0.16秒です。この遅延によって、DAC

はサンプルレートやクロック周波数の変更を認識し、変更が確認されるまでミュート状態にしま

す。それによって変更時のノイズが非常に低いレベルに抑えられました。 

この遅延は音楽再生の場合には全く問題ありませんが、DACがビデオやテレビに使用されてい

る場合には、映像とシンクロしないという問題が発生しかねません。その場合には、バッファー

（Buffer）をオフ（Off）にします。 

Mosaic Control location:  SETTINGS > DEVICE 

  

 

RS232 インターフェィスをサードパーティーコントロールシステムのテキストモードに設定、

または 

 dCS 二進法(Binary)モードに設定。なお、RS232 は dCS 工場での使用を目的としたもので

す。 

 

バッファー 

   
 
 
 
 
   

 

 

 

 

Upsampling 

アップサンプリングは入力したデータを DAC に届ける間に行われるプロセスです。入力データに新たなデータ

を加えて帯域を伸ばすというものではありません。 
フィルターの要求する様々なデータをフィルタープロセスの負担を軽減させ、フィルターをよりスムーズにするた

めの一つのプロセスです。 
 

DSD 設定： DAC はアナログ変換する前に、ＰＣＭオーバーサンプリングシーケンスの最

後に DSD アップサンプリングステージを挿入します。  

 
DSD×２設定： DAC はアナログ変換する前に、PCM オーバーサンプリングシーケンスの

終わりに向かって DSDx2 アップサンプリングステージを挿入します。 

 DXD設定： DAC はPCMデータに標準のPCM オーバーサンプリングシーケンスを使用し

ます。 

この機能は、処理方法が異なる DSD データには適用されません。 

 

Mosaic Control location:  SETTINGS > AUDIO > dCS Processing Platform 
 

 

RS232 Mode：  
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Dual AES1+2 - This setting allows the AES1 and AES2 inputs to be used together to 
accept PCM data at high sample rates (88.2, 96, 176.4, 192, 352.8 or 384kS/s) or DSD 
from a Dual AES source. Note that a source with two AES outputs might not actually 
produce Dual AES data! The settings are: 

x Off – Dual AES mode is disabled. Both inputs carry single AES data. 
 

 
x On – Dual AES mode can be manually selected using the Input button or the remote 

control. 

 
x Auto – The unit detects the format flags in the digital data and automatically sets the 

AES1 & 2 inputs to Single AES or Dual AES mode as required. This is the usual 
setting. Note that if the format flag in the data is wrong, you will need to manually 
select the correct setting. 

 
x Lock – Selecting either AES1 or AES2, the input is set to Dual AES. 

  
 

Dual AES3+4 – operates in the same way for the AES3 & AES4 input pair. 

 

 

 
 
 

Phase - changes the phase of all the analogue outputs from normal phase… 

 

…to inverted phase, to correct for absolute phase errors on recorded music. 

 

 
 
 

Channel Swap - swaps the channels from normal… 

 

…to swapped to correct a connection error. Correct the error and change back to 
normal. Channel Swap does not affect the Channel Check feature. 

 

 

 

Balance – the operation of the rotary control changes to adjust the balance. Each 
channel can be varied from 0dB to –6dB in 0.1dB steps, then mute (-f) below that. 
Balance adjustment ends after this menu page closes or the Menu button is pressed. 
Most owners use the remote control to adjust the balance. 

 

 

USB Class – set to Class 1, the USB interface will operate with Mac PCs running OSX 
10.5 onwards or Windows XP / Vista / Win7 PCs at sample rates up to 96kS/s. 
 

Set to Class 2, the USB interface will operate with Mac PCs running OSX 10.6 onwards 
at sample rates up to 192kS/s. Class 2 operation with Windows XP / Vista / Win7 PCs 
requires that the dCS USB driver (supplied with the unit) is loaded. 
 

After selecting a different USB Class, wait for 10 seconds while the USB software is re-
loaded. 

!
 

Note that the USB interface will not be detected by the computer if the unit is set to 
Class 2 and a suitable driver is not available. 

 
 

 
 

 

RS232 Mode – sets the RS232 interface to either Text mode for use with 3rd-party 
control systems or… 

…dCS production Binary mode, which is intended for factory use only. 
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Unlocked – アンロックすると設定が変更できます。 

本機が希望の通りに設定できた後、Save でそれをメモリーに保存できます。保存した後

で、再度変更したいときには、Save をもう一度して、再度変更した状態を保存します。 

 

本機設定が間違って変更されてしまった場合、リストア Restore を選択して、以前に保存し

た設定をリロードします。 

 

入力名称のリセット： 入力名称登録、またはコンピューターからの名称登録が出来ないと

きに、このページで名称をリセット、オリジナルの名称、例えばAES1 , AES2 などに戻し、

全ての入力が使用できるようにします。リセットの後は、設定された固有の情報は失われ

ます。 

 

工場出荷時の標準設定に戻します。 

Locked – ロックに設定すると、このアイコンがメインディスプレイに表示され、次の設定を変更できません。 

 

CONFIGURATION メニュー 

 

Settings Lock 
 

 

 

     

  
     

 

 

 
   

Save Configuration  

   

 

 

Restore Configuration 
 
  
 
Reset Input Names 

  
 
 
 
 

ファクトリーリセット 
 
 
 
 
 
 
 
 

 

 

 

 

Mapper DSD Filter 

Sync Mode 全ての入力設定について USB Class 
Output Level Save Configuration が効かなくなります 

Dual AES Restore Configuration が効かなくなります 
Ch Swap Factory Reset はできなくなります 

Balance  

• Volume ： –30dB. 
• Balance：中央 
• Input ： Network 
• Mapper：MAP 1 
• Sync ： Audio 以下を除く全ての入力 
• USB, Network ： ワードクロックオートにシンクロ 

• PCM Filter : 1 全てのサンプルレートに対して 
• DSD Filter：1 
• Dual AES1+2 ：Auto. 

• Phase：Nomal 
• Output Level ： 2V. 
• Display ： On. 
• Brightness ：最大輝度 

• RS232 Mode： Binaryバイナリーモード. 
• Channel Swap : Normal. 
• Buffer：On. 
• Upsampling：DSD 
• Logo ：On. 
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 Reset Input Names – if the inputs have been renamed or disabled from a computer, this 
page resets them to the original names: AES1, AES2, etc. and enables all inputs for 
use. After a reset, the special set-up information is lost. 

 
 

 
 

 

Factory Reset - resets the unit to standard settings. These are: 

x Volume to –30dB. 
x Balance to centre. 
x Input to AES1. 
x Sync to Audio for all inputs, except 
x USB sync to Master 
x SDIF sync to Word Clock In1 
x Filter to 1 for all sample rates. 
x Phase to Normal. 
x Channel Swap to Normal. 

x Dual AES1+2 & 3+4 to Auto. 
x Output Level to 6V. 
x Display to On. 
x Brightness to maximum. 
x USB Class to Class 2. 
x RS232 Mode to Text. 
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 Reset Input Names – if the inputs have been renamed or disabled from a computer, this 
page resets them to the original names: AES1, AES2, etc. and enables all inputs for 
use. After a reset, the special set-up information is lost. 

 
 

 
 

 

Factory Reset - resets the unit to standard settings. These are: 

x Volume to –30dB. 
x Balance to centre. 
x Input to AES1. 
x Sync to Audio for all inputs, except 
x USB sync to Master 
x SDIF sync to Word Clock In1 
x Filter to 1 for all sample rates. 
x Phase to Normal. 
x Channel Swap to Normal. 

x Dual AES1+2 & 3+4 to Auto. 
x Output Level to 6V. 
x Display to On. 
x Brightness to maximum. 
x USB Class to Class 2. 
x RS232 Mode to Text. 
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Display On/Off ディスプレィは通常オンの状態です。 

 

 Off に設定するとディスプレィは数秒後に消えます。この場合でも、コントロール設定が変更された

ときにディスプレィは一時的に短時間オンになります。メニューが開いているときにはディスプレィ

はオンの状態を保ちます。 

Mosaic Control location:  SETTINGS > DISPLAY 

 

ディスプレィ設定メニュー 

 

輝  度 

  
 

 
 
オン・オフ 

  
  
 

 

 

 
 
 
ロゴ On/Off 

 

 

On に設定するとディスプレィ左側に dCS ロゴが点灯します。 

 

Off に設定すると dCS ロゴは点灯しません。  

 

Mosaic Control location:  SETTINGS > DISPLAY 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Brightness ディスプレィ輝度設定。       ボタンによる調整です。 

 
Mosaic Control location:  SETTINGS > DISPLAY 
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 DISPLAY SETTINGS Menu 

 
Set the display Brightness to a comfortable level using the Ż or Ź buttons. 

 

 

 
 

 

 

Display On/Off - this page is usually set to On.  

 

When set to Off and the menu closes, the display will turn off after the menu closes. The 
display will turn on briefly when a control setting is changed. The display will stay on if 
the unit is not locked or is muted or while the menu is open. 

 
 

 GENERATOR Menu 

 
 

Channel Check – runs a routine to test the system for swapped channels. A tone is 
output on the left channel only while the display shows Left, then the right channel only 
while the display shows Right. If these are the wrong way around, the left and right 
channels are swapped somewhere in your system. This test is not affected by the 
Channel Swap menu page setting. 

 
 

 
 

Phase Check – runs a routine to test the system for phase reversals. Noise is output in 
phase on both channels while the display shows In Phase. Press the Menu button, the 
noise on the right channel is inverted while the display shows Out of Phase. The first 
burst should produce a central image, the second burst should not. If these are the 
wrong way around, one channel in your system is phase inverted. Press the Ż or Ź 
button to stop the test and return to the menu. 

 
 

 
 

Burn In -  runs a procedure to condition your system. The unit displays Burn In  
Caution! Loud, then outputs modulated pink noise that ramps up slowly in level. Press 
the Menu or Ż or Ź buttons to stop the procedure.   

!
 

Please ensure that the volume level is reasonable, as careless use of the Burn In feature 
can damage your amplifiers and loudspeakers. dCS will not be liable for such damage. 
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 DISPLAY SETTINGS Menu 

 
Set the display Brightness to a comfortable level using the Ż or Ź buttons. 

 

 

 
 

 

 

Display On/Off - this page is usually set to On.  

 

When set to Off and the menu closes, the display will turn off after the menu closes. The 
display will turn on briefly when a control setting is changed. The display will stay on if 
the unit is not locked or is muted or while the menu is open. 

 
 

 GENERATOR Menu 

 
 

Channel Check – runs a routine to test the system for swapped channels. A tone is 
output on the left channel only while the display shows Left, then the right channel only 
while the display shows Right. If these are the wrong way around, the left and right 
channels are swapped somewhere in your system. This test is not affected by the 
Channel Swap menu page setting. 

 
 

 
 

Phase Check – runs a routine to test the system for phase reversals. Noise is output in 
phase on both channels while the display shows In Phase. Press the Menu button, the 
noise on the right channel is inverted while the display shows Out of Phase. The first 
burst should produce a central image, the second burst should not. If these are the 
wrong way around, one channel in your system is phase inverted. Press the Ż or Ź 
button to stop the test and return to the menu. 

 
 

 
 

Burn In -  runs a procedure to condition your system. The unit displays Burn In  
Caution! Loud, then outputs modulated pink noise that ramps up slowly in level. Press 
the Menu or Ż or Ź buttons to stop the procedure.   

!
 

Please ensure that the volume level is reasonable, as careless use of the Burn In feature 
can damage your amplifiers and loudspeakers. dCS will not be liable for such damage. 
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ボリュームレベルが適切なレベルであるように設定してから操作して下さい。不用意にバーンイン

を行ってアンプやスピーカーを損傷しても、dCS , 当社は保証いたしませんのでご了承下さい。 

GENERATOR メニュー 
 
Channel Check 

 

 

Channel Check チャンネルチェック： チャンネルが正しく接続されているかをチェックします。デ

ィスプレィが Left Channel と表示している間は左チャンネルのみから発信音が出力されます。ま

た、Right Channel と表示され右チャンネルから発信音が出力されます。逆のチャンネルから発

振音が聞こえた場合には接続がどこかで間違っていることが分かります。 

Mosaic Control location:  SETTINGS > SYSTEM TEST 

 
Phase Check 

 
 

Phase Check 位相チェック： 位相が正相か逆送かをチェックします。In Phase と表示されてい

る間は、両チャンネルとも正相でチェックトーンが出力されます。メニュー(Menu)ボタンを押すこ

とによって、右チャンネルの位相が逆相となります。ディスプレィは逆相(Out of Phase)と表示し

ます。最初の発信音は 2 つのスピーカーの中央に音が集まり、逆相の場合にはそうはなりませ

ん。もし、このようにならなければ、どこかで接続が間違っていることが分かります。Power ボタ
ンによってこのテストを終了し、メニューに戻します。 

Mosaic Control location:  SETTINGS > SYSTEM TEST 
 
Burn In 

 
 

 

Burn In バーンイン： システム全体のバーンイン。（間違った言い回しでエージングと同じ意味

ですがここでは国際標準のバーンインとします）ディスプレィは Burn In Warning – Loud! 
Press any button to quit. (バーンイン警告-音圧注意 いずれかのボタンを押して終了してくだ

さい)と表示します。その後、ピンクノイズを発振し、ゆっくりと大きくなります。どのボタンを押して

もバーンインは停止します。 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

!
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保守、サポート 

 

dCS 機器は通常、毎日の保守は必要ありません。また、ユーザーが内部を開けて修理、保守を可能にするよう

な設計ではありませんので、何らかの問題が発生した場合には、販売店または弊社までご連絡をお願いいたし

ます。 

 
AC フューズ交換 

パワー入力アセンブリーにあるフューズ交換です。このフューズが飛んだ場合には、ユーザーによって交換が

出来ます。ユニットの消費電力は低いので、パワーサージまたはユニットの状態によってフューズが断線します。

通常はパワーサージではユニットに損傷は起こりません。しかし、フューズが何回も断線するようであれば、ユ

ニットが故障したと考えられますので、修理をご依頼ください。 

 

フューズタイプ：20×5mm  T 1アンペア L フューズ 

  
 
 
 
 
 
 
 
 
 
 
 
 
 

 

パワーケーブルを抜きます。小さいマイナスドライバー2 本によってフューズホルダーA に差し込み、ホルダー

を引き抜きます。断線したフューズを取り出して（B）入れ替えます。フューズを交換した後にホルダーを元の位

置に戻します。 

 
 

ケースのクリーニング 

 

高品質ハードアルミによるケースです。設計段階、製造段階においても、細心の注意を払ってパネル、ケースを

用意いたしました。 

埃などを吹き払うには、清潔な乾いた、何もしみこませていない柔らかい布で払って下さい。 

 

もし、汚れがひどい場合には、ラノリンベースのクリーニング剤と清潔で乾いた柔らかい布を使用して、拭き取る

ようにします。クリーニング剤がボタンの周りに残らないように、十分ご注意下さい。 

ガラスクリーナーでも少量なら、フロントパネル、リアパネル以外の部分には使用可能ですが、スプレーを直接

吹きかけることはおやめ下さい。 コネクターなどには特にご注意ください。 
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 DISPLAY SETTINGS Menu 

 
Set the display Brightness to a comfortable level using the Ż or Ź buttons. 

 

 

 
 

 

 

Display On/Off - this page is usually set to On.  

 

When set to Off and the menu closes, the display will turn off after the menu closes. The 
display will turn on briefly when a control setting is changed. The display will stay on if 
the unit is not locked or is muted or while the menu is open. 

 
 

 GENERATOR Menu 

 
 

Channel Check – runs a routine to test the system for swapped channels. A tone is 
output on the left channel only while the display shows Left, then the right channel only 
while the display shows Right. If these are the wrong way around, the left and right 
channels are swapped somewhere in your system. This test is not affected by the 
Channel Swap menu page setting. 

 
 

 
 

Phase Check – runs a routine to test the system for phase reversals. Noise is output in 
phase on both channels while the display shows In Phase. Press the Menu button, the 
noise on the right channel is inverted while the display shows Out of Phase. The first 
burst should produce a central image, the second burst should not. If these are the 
wrong way around, one channel in your system is phase inverted. Press the Ż or Ź 
button to stop the test and return to the menu. 

 
 

 
 

Burn In -  runs a procedure to condition your system. The unit displays Burn In  
Caution! Loud, then outputs modulated pink noise that ramps up slowly in level. Press 
the Menu or Ż or Ź buttons to stop the procedure.   

!
 

Please ensure that the volume level is reasonable, as careless use of the Burn In feature 
can damage your amplifiers and loudspeakers. dCS will not be liable for such damage. 

 

フューズが飛んだ場合には同じ容量の、同じタイプのフューズに交換することが重要です。容量

の大きなフューズに置き換えた場合には、ユニットを損傷することもあり得ます。また、火災、感

電の原因になるかもしれません。その場合には保証はされませんので、ご注意下さい。ユニット

が正常であれば、フューズの断線はごく希なケースです。 
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 MAINTENANCE AND SUPPORT 

 Service and Maintenance 

dCS audio products are designed not to need regular maintenance, and contain no user serviceable 
parts apart from the mains fuse. If your unit is damaged in any way, please contact your dealer. 

 

 Replacing a Blown Mains Fuse 

There is a mains fuse below the power inlet, accessible from the outside of the unit. If the fuse blows, 
it may be changed by the user. The current consumption of the unit is very low, so it only blows if 
power surges occur, or there is a fault in the unit. Usually power surges cause no other damage, but if 
the fuse blows repeatedly on replacement, some other damage will have been done and the unit must 
be returned to dCS for repair. 

Fuse type: 20 x 5mm T0.5 amp L fuse 

!
 

If the fuse should fail, it is essential that it is replaced with one of the same type and 
rating. Failure to do so could result in damage to the unit, risk of fire or electric shock and 
will invalidate the warranty. Fuse failure is rare! 

Referring to the diagram below, remove the power cable, insert a small flat bladed screwdrivers into 
each fuse holder slot (A), push them together to release the clips and pull the fuse holder out. Pull out 
the blown fuse and fit a new fuse in the holder (B). Orient the fuse holder as shown (C) and push the 
holder back into the unit so that it clicks home. Spare fuses are provided with the unit.  

                 
                                     A                                                           B                                            C 
 

 Cleaning the case 

The front and back panels of your dCS equipment are machined from very high grade aluminium. 
Great care has been taken to create the finish of the aluminium throughout the engineering process 
from the raw solid material to the finished piece. 

To remove loose dust or finger marks from the case, we recommend that you use a clean, dry, lint-
free cloth. 

To restore the finish, we recommend applying small quantities of a lanolin based cleaner, using a 
clean, dry, lint-free cloth and then wiping off. Do not allow lanolin to collect around the buttons. 

Small amounts of glass cleaner containing ammonia may be used to clean other surfaces, but avoid 
spraying onto the connector contacts. 
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Mosaic Control の設定 

本機の Menu に含まれている設定の多くは dCS Mosaic Control アプリによってもアクセスできます。 

 
 SETTINGS（設定）ボタンをタップすると、スクリーン左の設定ドロワーが開きます。 

 

設定インターフェイスから以下の設定機能が利用できます。 

 

AUDIOボタンはご使用の Rossini の信号経路を表示します。関連の

ある入力、出力、信号プロセスの設定を変更することができます。 

 

DISPLAY ボタンはフロントパネルディスプレィの設定を変更することが

できます。 

 

DEVICE ボタンはデバイスに関連した設定と頻繁に使用されないオー

ディオ関連の設定を変更することができます。 

 

SYSTEM TEST ボタンは使用しているデバイス動作の確認のための

テストを行うことができます。 

 

SUPPORT ボタンは本機の現在の状態についての情報を表示しま

す。（ソフトウェアバージョン、ソフトウェアアップデートの情報） 

 

STANDBY ボタンを２秒間押し続けることで、スリープモードに入りま

す。パワーボタンによる動作と同じです。 

 

Mosaic Control の特定な設定の位置についての説明はメニューの項に記載してあります。例えば、フィルター設定は次の

位置にあります。 
SETTINGS > AUDIO> dCS Processing Platform 

 

フィルター設定にアクセスするには Mosaic Control では次のステップを踏むことで設定できます。 

・ 設定ドロワーを開くために SETTINGS をタップ 

・ 信号経路を開くために AUDIO をタップ 

・ ｄCS Processing Platformエリアをタップ 
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Specification 

コンバータータイプ dCS Ring DAC TM  

デジタル入力 
RJ45 端子の UPnP ネットワークインターフェィスは、Ethernet ネットワーク経由で

Minim Server を使用して、NAS またはローカルコンピューターから音楽ファイルをス

トリーミングします。 

使用可能なフォーマットは以下の通り： 

• FLAC, AIFF & WAV – up to 24-bit PCM at 44.1, 48, 88.2, 96, 176.4, 192, 352.8 
or 384kS/s. 
• ALAC – up to 24-bit PCM at 44.1, 48, 88.2, 96, 176.4 & 192kS/s. 
• AAC, MP3 - up to 24-bit PCM at 44.1 or 48kS/s. 
• DFF, DSF & DoP – DSD/64 & DSD/128 

AirAble経由で TIDAL、Qobuz、Deezer、インターネットラジオ、ポッドキャストをサポ

ートします。 

このインターフェイスは、Apple AirPlayを介して適切なモバイルデバイスからストリー

ミングされた44.1または48kS/sのオーディオデータを受け取り、UPnPソフトウェアを

実行する Androidデバイスも受け入れます。 

ネットワークインターフェイスはエィシンクロノスモードで動作。 

 
Ｂタイプ端子の USB1 インターフェイスは２４ビットのＰＣＭフォーマットを以下のサン

プルレートで受け入れる： 

• 44.1, 48, 88.2 or 96kS/s when set to USB Class 1 (ドライバー不要).  
• 44.1, 48, 88.2, 96, 176.4, 192, 352.8 or 384kS/s when set to USB Class 2 

(OSX 10.6.3 以降の Mac OS にはドライバー不要, Windows PC には dCS 
USB クラス 2 ドライバーをロードする).  

• USB クラス 2,においては DoP フォーマットの DSD/64、 DSD/128 を受け入れ

ます。 

 USB1 インターフェィスはエィシンクロノス USB モードで動作。 

 
Aタイプ端子の USB2 インターフェイスは、44.1, 48, 88.2, 96, 176.4, 192, 352.8 ま

たは384kS/sおよび DSD/64またはDSD/128で最大24 bit PCMまでUSBフラッシュ

ドライブから音楽をストリーミングします。互換性のあるフォーマットは上記の UPnP
ネットワークインターフェィスの項の通り。 

USB2 インターフェィスはエィシンクロノス USB モードで動作。 

 2x AES/EBU （F）XLR  
各AES/EBU 入力は 44.1, 48, 88.2, 96, 176.4,192kS/s または DoP フォーマットの

DSD/64 で最大24bit PCM データを受け入れます。 
または 

デュアル AES ペアの場合は 88.2, 96, 176.4, 192, 352.8、384kS/s ,dCS方式 DSD
データ、DSD/64、 DSD/128 データを DoP フォーマットで受け入れます。 

 2x SPDIF(1xRCA,1xBNC)は、どちらも最大24 bit の PCM データを 44.1, 48, 88.2, 
96, 176.4 ,192kS/s ,DSD/64 の DoP フォーマトットで受け入れます。 

 1x SPDIF（光Toslink）は最大24 bit の PCM データを 44.1, 48, 88.2 ,96kS/s のサ

ンプルレートを受け入れます。 
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Clocking 2x BNC の 2x ワードクロック入力は 44.1, 48, 88.2, 96, 176.4 ,192kHz の標準ワー

ドクロックを受け入れます。データレートはクロックレートか、正確な倍数(クロックレ

ートの 0.25x, 0.5x, 1x, 2x, 4x, 8x) です。 TTL レベルに敏感。 

 1x BNC のワードクロック出力。 マスターモードでは、温度補正の無い TTL コンパチ

ブルワードクロックを出力。 ワードクロック周波数は、着信データレートに応じて44.1

または 48kHzのいずれかです。  

MQA ネットワークとUSB2入力からの完全デコードとレンダリング。 他の入力からのみ展

開されたMQA データの最終レンダリング。 

周波数帯域 

 ( Filter 1) 

Fs = 44.1kS/s 
Fs = 48kS/s 
Fs = 88.2 or 96kS/s 
Fs = 176.4 or 192kS/s 
Fs = 352.8 or 384kS/s 
DSD/64 
DSD/128 

+/-0.1dB, 10Hz to 20kHz  
+/-0.1dB, 10Hz to 20kHz 
+/-0.1dB, 10Hz to 20kHz 
+/-0.1dB, 10Hz to 20kHz 
+/-0.1dB, 10Hz to 20kHz 
+/-0.1dB, 10Hz to 20kHz 
+/-0.1dB, 10Hz to 20kHz 

 
 
-3dB @ >38kHz 
-3dB @ >67kHz 
-3dB @ >100kHz 
-3dB @ >90kHz 
-3dB @ >100kHz 

残留ノイズ     

(6V output setting) 
16-bit データ: –96dB以上、0, 20Hz - 20kHz unweighted. 

24-bit データ: –113dB以上、0, 20Hz - 20kHz unweighted. 

DSD  
アップサンプリング 

オプション、1-bit 2.822、3.07MS/s、5.644 / 6.14MS/s アップサンプリング (メニュ

ーにて設定) マルチステージPCM オーバーサンプリングの補完。 

スプリウス反応 –105dB以上、0, 20Hz - 20kHz. 

L-R クロストーク –115dB以上、0, 20Hz - 20kHz. 

出力 
メニューで設定されたフルスケール入力の場合、すべての出力で 6V、2V、0.6V または 0.2V 

rms。 

バランス出力 
1 ペア(ステレオ) 2x 3- male XLR (pin 2 = hot, pin 3 = cold)  

これらの出力は電子的にバランスが取れており、フローティングです。1kHz での信号バランス

比は40dBよりも優れています。出力インピーダンスは3Ω、最大負荷は600Ωです（10kΩ

〜100kΩの負荷を推奨）。 

シングルエンド出力 
1 ペア(ステレオ) 2x RCA フォノコネクタ 

出力インピーダンスは 52Ω、最大負荷は 600Ωです（10kΩ〜100kΩの負荷を推奨）。 

外寸、質量 
444mm (W) x 125mm (H) x 435mm(D)  
15.6kg  

電力 
100V AC, 49 – 62Hz. 
消費電力: 23W (平均値), 最大28W  

スタンドバイモード 0.5W  

改良のため予告なくスペックが変更されることがあります。 
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ソフトウェア 

Software History 

 
dCS 製品は、ソフトウェアで構成可能なチップ(FPGA,および DSP)を幅広使用しています。これにより、製品を更

新して機能を追加したり、デジタルインターフェイスを更新したり、新しいソフトウェアをインストールしてパフォー

マンスを改善することができます。場合によっては機器の容量を増やしたり、コネクタやフロントパネルのコント

ロールを追加したりするために、ハードウェアのアップデートが必要の場合もあります。(この場合は有償となり

ます) 

ソフトウェアアップデートは全てが音質を改善するものではありませんが、dCS はソフトウェアを最新の状態に

しておくことをお薦め致します。アップデートのニュースについては当社、または dCS のウェブサイトを時々チェ

ックしてください。 

本取扱説明書はバージョン 2.0x ソフトウェア用です。 

Issue 1.00 最初のソフトウェア。 

Issue 1.01 Rossini アプリとの統合を改善。  

ネットワークファームウェア v81。バグの修正。 

Issue 1.02 Rossini アプリ v1.0.3 との統合を改善。 ネットワークファームウェア v127。 

Apple AirPlayパフォーマンスの向上。バグの修正。 

Issue 1.02 Rossini アプリ v1.0.8を搭載したネットワークファームウェア v183 に Tidal サポートを追加。  

メインソフトウェアは変更されていません。 

Issue 1.03 Rossini アプリ v1.1.8のネットワークファームウェア v198。 

ネットワークを介してカバーアートが追加されたWAVまたはDSFファイルを再生する場合の動作の改善。  

インデックス機能とロゴのオン/オフがアプリに追加。マイナーな改善とバグの修正。 

Issue 1.04 Roon と RS232 リモートコントロールのサポートを追加。 ネットワークファームウェア v307。 

Issue 1.05 アップデートバグの修正とマイナーな改善。ネットワークファームウェア v327. 

Issue 1.11 MQA サポートの追加。ネットワークファームウェア v368. App v1.4.8. 

Issue 2.00 2 つの新しい 6MHz マッパーを追加。 
DSD Filter 5 を追加。 
DSD/128 アップサンプリングオプションを追加。 

Rossini Transport アプリサポートを追加。 
Rossini Transport によって駆動される場合に追加される非オーディオミューティングと MQA の再生動作の改善。 

ネットワークファームウェア v405. Rossini アプリ v 1.4.9.  

Issue 2.00 ネットワークファームウェア v501および dCS Mosaic Control v1.0.xを備えたコントロールボード v2.00。 

Issue 2.03 ネットワークファームウェア v507を備えたコントロールボード v2.03。 

Issue 2.04 ネットワークファームウェア v507を備えたコントロールボード v2.04。 

特定のコンテンツが正しく再生されない問題を修正しました。 

ssue 2.1 ネットワークファームウェア v509を備えたコントロールボード v2.1。 

Crossfeed と dCS Expanse 機能のサポート。 

接続されたロッシーニ トランスポートが時々リピートに入っていた問題を修正しました。 
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Software update 
Rossini DACv1.01以降は dCS Mosaic Control アプリを使用して、インターネットからネットワーク経由でアップデー

トが可能となります。 
SETTING > SUPPORT > Version > Check for Updates とタップします。アップデートが用意できていればプロンプ

トにしたがって進み、プロセスが完了するまで待ちます。  

 
 
 
 
 
 
 
 
 
 

 

 

 

                                                      

アップデートには約45分かかりますので、ご了承ください。 

Please switch off（スイッチを切って下さい）とディスプレィに表示されるまで、本機の電源をオフ

にしないようにしてください。 
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 Word Clock Input / Output 

Either of the two Word Clock In connectors (Q & R) will accept standard word clock from the source 
equipment or a master clock at 32, 44.1, 48, 88.2, 96, 176.4 or 192kHz. The clock frequency MUST be 
an exact multiple of the data rate, otherwise the system will default to Audio sync. Use the 
Settings>Sync mode menu page (see page 28) to lock the selected input to the selected external word 
clock. The source MUST be locked to the same clock, otherwise the system will not be locked and 
periodic clicks will be heard on the outputs.  

The two Word Clock Inputs may be used individually, but to make operation easier, the Vivaldi 
Upsampler’s Sync mode menu page features a Word Clock1 / Word Clock2 Auto mode. In this mode 
you can connect a 44.1, 88.2 or 176.4kHz word clock to Word Clock In1 and a 48, 96 or 192kHz word 
clock to Word Clock In2. With a source connected to another feed from the same Clock, the 
Upsampler can select the correct clock frequency. 

The Word Clock Out connector (S) carries word clock as follows: 

x Single wire output – Word Clock Output frequency is the same as the sample rate. 
x Dual AES output 88.2 to 192kS/s - Word Clock Output frequency is 0.5 x the sample rate. 
x Dual AES output 352.8 or 384kS/s - Word Clock Output frequency is 0.25 x the sample rate. 
x DSD output mode - Word Clock Output frequency is 44.1kHz. 

Word Clock is used for synchronisation only, it does not carry digital data. 

 

 Network Interface 

The Network connection on an RJ45 socket (U) acts as a UPnPTM renderer, streaming music data 
from a NAS drive or a local computer over a standard Ethernet network. The Upsampler can stream 
music files at up to 24 bits / 192kS/s under the control of a dCS Vivaldi App running on a suitable iPad, 
iPhone, iPod Touch, Android device, Windows PC or Mac OSX PC (see page 17). The Upsampler will 
also pass through DSD data packaged in DoP format to the outputs.  

 

 USB Interfaces 

Both USB interfaces operate in True Asynchronous USB mode, which makes the Vivaldi Upsampler 
immune to clock jitter from the computer / sound server. The Upsampler uses its own internal clock or 
locks to the Master Clock connected to one of the Word Clock inputs. Feedback through the USB 
cable to the computer controls the data delivery rate. 

The USB1 interface on a ‘B’ type connector (V) will accept PCM data at up to 24 bits / 192kS/s from a 
Windows™ PC, Apple Mac™ PC or sound server equipped with a suitable USB2.0 interface. The 
interface will also accept DSD data packaged in DoP format.  

!
 

We have tested this interface with several common formats running on Windows™ 7, 
Windows™ Vista (SP2), Windows™ XP (SP3) and Apple Mac™ OSX 10.5 & 10.6 with 
various PCM streaming programs but we cannot accept responsibility for correct 
operation with all source devices, operating systems or software. 

!
 

The Settings > USB Class menu page can set the interface to Class 1 (up to 96kS/s 
without a special driver) or Class 2 (up to 192kS/s, no driver is required for OSX 10.6.3 
onwards, the dCS USB Class 2 driver is required for Windows). 

The USB2 interface (W) on an ‘A’ type connector can stream PCM music files in most popular formats 
at up to 24 bits / 192kS/s from a USB Flash Drive. The interface will also accept DSD data packaged 
in DoP format streamed from a Flash Drive and pass it through on the Dual AES interface. With a 
Flash Drive connected, a basic browser (see page 16) navigates to the music files and selects the file 
to be played. After closing the browser, the name of the file is displayed, with a Play or Pause icon, the 
elapsed playing time and the track name. 


